PROFESSIONAL

LED
LIGHTING

INDOOR LIGHTING SOLUTION




Our Partners

We have expanded our network of clients to include
countries on six continents. While we see many
overlaps in the needs and requests from our clients,
we also know that each client is different. Our team
perfectly tailors our approach and services to each
of our clients throughout the world. Come challenge
us to meet your needs.




WE DESIGN, CREATE

AND IMPROVE
LIGHTING PRODUCTS
TO INSPIRE BETTER
LIT SPACES AND NEW
POSSIBILITIES

About Surv

Zhongshan Surv lighting Co, Ltd. is mainly in the high-end LED
commercial lighting products, major customers in the Middle-East
and Europe and the United States. The company is professional in
LED lighting lamps with researching, producing, selling and
engineering technical services. Since foundation up to now, we are
holding concept of in pursuing excellent quality, building a reliable
first class brand in LED industry. Actively import ISO quality control
system. Products have been passed successively by authorities
qualified inspection and the international recognition CE, EMC, ROHS
testing system authentication.

Our company’s main two categories of lights, indoor and outdoor
light. Indoor including: Dish lamp, Down light, Hight bay, LED Track
light, Spotlight, Surv Panel light, T8T5 TBUE. Outdoor including:
Flood light, Garden light, Street light, Underground light, Underwater
light. Widely applied in all kind of city street lighting, night scene
lighting, building engineering lighting and commercial lighting house
lighting and decoration.

Our company with “a partner for life time” as the core. The company
always pursue value concept of “integrity, responsibility, win-win”.
Win the praise and trust of the broad masses of customers at home
and abroad. We sincerely expect all clients come to our factory for
inspection visit, guidance and cooperation.




25° 45° 60°

Optics and luminaire your one stop solution

Patented Crystaline lens

with beam angles 40°&60° crystaline lens provides halogen appearance with LED effciency,

anti-glare and precise beam control

Denssely distributed convex facets combined with the ratio between the ratio between the
height and diameter of the lens enables production of extremely shallow lenses.

The application of this technologh into luminaires creates exquisite downlighs and allows
for reduced height downlights suitable for shallow ceiling voids

Wonderul light transmittance and enhanced light utilisation efficiency greatly improves

the colour rendering index.

EPISTAR

Zenigata CCT center point
Sharp against ANSI & IEC

3000K 0.437 0.403 0.4350, 0.4080
3500K 0.409 0.393 0.4070, 0.3980
4000K 0.382 0.380 0.3800, 0.3850
5000K 0.348 0.360 0.3465, 0.3650

0.4395, 0.3980
0.4015, 0.3880
0.3745,0.3750
0.3405, 0.3550

0.4390, 0.3980
0.4110, 0.3880
0.3840, 0.3750
0.3400, 0.3550

Sharp Mini Zenigata CCT center parameter setting where SCD

0.4445,0.4080
0.4165, 0.3980
0.3895, 0.3850
0.3455,0.3650




Power and CCT

LED color temperature standard

How it works

Concept of operation

Finished Color




Certification




The Words From Our CEO

Dear partners:
The business about LED lighting has become

more and more difficult
in all the world because of some low quality and

cheap price.And not all the
factories have rich experience about LED.Some

factories only can give cheap
services about the goods.
The faiths of SURV are:
1. High quality,
2. Finishing,
3. Sound after-sale services,
4. Reasonable price.
These faiths make SURV success and improve

very fast.And we have
enough confidence in our products because SURV
produce with passion and
heart.

Dear partners thank you for your trust and
supportto SURV.I believe
our cooperation will bring us a brighter future.

MHD ALMOJARKICH

CEO
SURV LIGHTING
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DOWNLIGHT

For the downlight family, we have different size for people to choose,
cover almost all sizes of cutout for halogen downlights.

11 P20 m X

WWW.SURV-LED.COM

I SURV-LED 1 3] C € RoHS @ £\
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WWW.SURV-LED.COM
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DOWNLIGHT

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

,,,,,,,,,,,,,,,,,,,, e o
| White This luminaire contains built-in LED lamps.

Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire

,,,,,,,,,,,,,,,,,,,, e L e e T

Beam angle , 60°

,,,,,,,,,,,,,,,,,,,, .

CCT | 3000K / 4000K / 6500K A

Fixture material | Die cast aluminium BRIDGELUX W

,,,,,,,,,,,,,,,,,,,, o e D D D e e

Environment \ Indoor

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 3 3] C € RoHS @ £\
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SU-DL-305-20 SU-DL-305-30 SU-DL-305-50

DIMENSIONS

I
I
: DxH &> Cut-out

1
I
T :
‘ SU-DL-305-20 ! @110x67mm ! @100mm
,,,,,,,,,,,,,,,, pooervemm o eeemm
H SU-DL-305-30 ! @160x92mm ! @150mm
L SU-DL-305-50 l @212x122mm i @200mm
‘ D
ITEM SPECIFICATIONS
3
o | LED ! Total ! . ‘ ‘ I CRI ! 3
Description ) e ) e LEDs : Driver ! PF : Lm/ : (typ.) ;UGR E
—
SU-DL-305-20 | 20W | 21.3W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17 =
——————————————————————————— e Bk e Sk T T B e
SU-DL-305-30 30w ! 309W ! COB ' AC100-240V ! 09 ' 1207130 ' >80 ' 17 3
SU-DL-305-50 | 50W 1 532w | CoB | ACI00240V | 09 1120/130 | >80 117 %
l | l l l | | |
777777777777777777777777777 [ T el i i T sl
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, L U H N S S
I [} [} I [} [} [} I
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, S I SR IR Y

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km
€0/C180: €90/C270: €0/C180:

€90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 4
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DOWNLIGHT

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

,,,,,,,,,,,,,,,,,,,, e o
| White This luminaire contains built-in LED lamps.

Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire

,,,,,,,,,,,,,,,,,,,, e L e e T

Beam angle , 60°

,,,,,,,,,,,,,,,,,,,, .

CCT | 3000K / 4000K / 6500K A

Fixture material | Die cast aluminium BRIDGELUX W

,,,,,,,,,,,,,,,,,,,, o e D D D e e

Environment \ Indoor

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 5 3] C € RoHS @ £\



SU-DL-321-7 SU-DL-321-15
DIMENSIONS
ITEM SPECIFICATIONS

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24°

[

cd/km

C0/C180: €90/C270:
[C3][r] C€ RoHS @ A

WWW.SURV-LED.COM

1HDIT NMOd

SURV-LED 6 I
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DOWNLIGHT

SU-DL-168 SU-DL-170
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Voo TTTTTTTTTTTTIIIIIIIIT TTTmIIII I

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 7 3] C € RoHS @ £\



SU-DL-168-10

SU-DL-170-5

DIMENSIONS

ITEM SPECIFICATIONS

Description

SU-DL-168-10

[2] [P C€ RoHS @ A\ (§)

SU-DL-168-30

SU-DL-170-30

SU-DL-168-10
SUDL16815 1 @i7esmm
SUDL16820 |
_SUDL16830 iy 21858smm
SU-DL-168-40 i
SU-DL-168-50
Tsunlios |
suDLi70-0 |
sUDL17015
SU-DL-170-30
SU-DL-170-40
" LEDs Driver
1 COB AC100-240V
'coB ! AC100-240V
coB 1 AC100-240V
i coB | AC100-240V
coB ! AC100-240V
1 COB AC100-240V
''coB ! AC100-240V
coB 1 AC100-240V
L coB | AC100-240V
'coB ! AC100-240V
1 COB AC100-240V

1HDIT NMOd

SU-DL-168-40

SU-DL-170-40

WWW.SURV-LED.COM

SURV-LED 8 I
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DOWNLIGHT

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

,,,,,,,,,,,,,,,,,,,, e o
| White This luminaire contains built-in LED lamps.

Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire

,,,,,,,,,,,,,,,,,,,, e L e e T

Beam angle | 240 /38°

,,,,,,,,,,,,,,,,,,,, S

CCT | 3000K / 4000K / 6500K A

Fixture material ' Die cast aluminium BRIDGELUX W

,,,,,,,,,,,,,,,,,,,, L

Environment \ Indoor

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 9 3] C € RoHS @ £\



SU-DL-301-7 SU-DL-301-12

DIMENSIONS

ITEM SPECIFICATIONS

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24°

WWW.SURV-LED.COM

cd/km
€0/C180: €90/C270:
3] Ir=d C€ RoHS @& A

1HDIT NMOd

SURV-LED 10 I
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DOWNLIGHT

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

77777777777777777777 | White/Black This luminaire contains built-in LED lamps.

Colour (s) i i
1 Orange/Green/Bule/Purple The lamps cannot be changed in the luminaire

‘Beamangle Ve T TTTTTTTTTTTITTTTTT O TTTTTIIIITTIIImmmmm e

OCT . lSO0OK/AO00K/6%0OK P

Fixture material | Die cast aluminium BRIDGELUX W

‘Environment indoor M

WPrae (P20 PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, Lo

CRI ' 80 5}
Warranty | 3 years PHILIPS

””””””””””””” SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 11 [C][=d C € RoHS @& A (3)
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SU-DL-302-6 SU-DL-302-8 SU-DL-302-12 SU-DL-302-18
SU-DL-304-7 SU-DL-304-9 SU-DL-304-12 SU-DL-304-18
DIMENSIONS
[} [}
I I
: DxH : @& Cut-out
SU-DL-302-6 | @100x40mm | @75mm
,,,,,,,,,,,,,,,, Lo e eemm
SU-DL-302-8 | @118x40mm | @95mm
,,,,,,,,,,,,,,,, pooeteemm o esemm
SU-DL-302-12 ! @150x50mm ! @120mm
SU-DL-302-18 i @180x50mm 41 @156mm
T SU-DL304-7 | @loox40omm . @75mm
,,,,,,,,,,,,,,,, Lo el eemm
SU-DL-304-9 | @120x40mm | @95mm g
,,,,,,,,,,,,,,,, 1o Pleemm o esemm
SU-DL-304-12 ! @145x45mm ! @120mm Q
SU-DL-304-18 I @180x50mm | @155mm E
5
@
ITEM SPECIFICATIONS
o | LED | Total b ? ? ' CRI !
Description ) o ) By LEDs : Driver ! PF : Lm/W : (typ.) : UGR
SU-DL-302-6 L BW ' 63W | SMD ! AC100-240v | 09 | 120/130 | >80 |17
777777777777777777777777777 | o S s e e i S ittt e
SU-DL-302-8 ' 8w 7; 86W | SMD ' AC100-240V ! 09 ! 120/130 | >80 ! 17
SU-DL-302-12 L 12W 1 132W 1 SMD | AC100-240V | 09 1 120/130 1 >80 117
777777777777777777777777777 e e N N e B B N S N
SU-DL-302-18 '1gw ! 191W ! SMD ' AC100-240V ' 09 1207130 | =80 |17
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, T sl B LA
SU-DL-304-7 i 7W J 72W 1 SMD | AC100-240V 1 09  1120/130 | >80 ! 17
SU-DL-304-9 | oW | 92W | SMD | AC100-240Vv | 09 | 120/130 1 >80 117
777777777777777777777777777 e e At e e it Dt e
SU-DL-304-12 P2w ! 128W ! SMD ' AC100-240V ' 09 ' 120/180 | >80 ! 17
SU-DL-304-18 i 18W 1 192W 1 SMD | AC100-240V L 0.9 J 120/130 ;T >80 i 17

[2] [P C€ RoHS @ A\ (§)

SURV-LED 12 I
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DOWNLIGHT

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

77777777777777777777 | White/Black This luminaire contains built-in LED lamps.

Colour (s) i i
1 Orange/Green/Bule/Purple The lamps cannot be changed in the luminaire

‘Beamangle Voo TTTTTTTTTTTTIIIIIIIIT TTTmIIII I

OCT . lSO0OK/AO00K/6%0OK P

Fixture material | Die cast aluminium BRIDGELUX W

‘Environment indoor M

WPrae (P20 PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, Lo

CRI ' 80 5}
Warranty | 3 years PHILIPS

””””””””””””” SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 13 [C][=d C € RoHS @& A (3)
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’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’

SU-DL-303-7 SU-DL-303-9
DIMENSIONS
I
I I
r : : @& Cut-out
\ ) SU-DL-303-7 ; @90x30mm ; @75mm
H \/ SU-DL-303-9 ! @110x40mm ! @95mm
L N——o—
|
D
ITEM SPECIFICATIONS
3
S ! I Total ! ! : O
Description : : oo : : Driver E
—
SU-DL-303-7 7w | 72W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17 =
777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777
SU-DL-303-9 oW 9.8W CcOoB ' AC100-240V 0.9 1207130 ! >80 17 3

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km
€0/C180:

€90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 14
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DOWNLIGHT

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

,,,,,,,,,,,,,,,,,,,, e o
| White This luminaire contains built-in LED lamps.

Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire

,,,,,,,,,,,,,,,,,,,, e L e e T

Beam angle . 90°

,,,,,,,,,,,,,,,,,,,, e

CCT | 3000K / 4000K / 6500K A

Fixture material ' Die cast aluminium BRIDGELUX W

,,,,,,,,,,,,,,,,,,,, L

Environment \ Indoor

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 15 [C][=d C € RoHS @& A (3)



SU-DL-300-7

SU-DL-300-9

DIMENSIONS

1
I
:
Q % SU-DL-300-7 ' @100x26mm ; @75mm
H SU-DL-300-9 i @120x26mm | @90mm
L v SU-DL-300-12 l @150x26mm l @115mm
,,,,,,,,,,,,,, Lo gbesbmm o wiemm
SU-DL-300-18 | @180x26mm | @145mm
[ T - - - = = m e — oo — - - -
D SU-DL-300-24 ! @200x26mm ! @165mm
SU-DL-300-28 i @235x26mm | @200mm
ITEM SPECIFICATIONS
. | LED ! Total ! . ‘ ‘ I CRI !
Description | Power | Power | “EDS | Driver , PP LmW typ) | o
SU-DL-300-7 7w | 72W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17
——————————————————————————— e e e e e e e e e T
SU-DL-300-9 ' oW '95W ! COB ' AC100-240V ! 09 ' 1207130 ' >80 ' 17
SU-DL-300-12 i W 1131w ' COB | AC100-240V ;T 09 1120/130 | >80 i 17
SU-DL-300-18 | 18W | 191w | COB | AC100-240V | 09 | 120/130 | >80 ;17
777777777777777777777777777 [ e il e e e il Sl
SU-DL-300-24 ' 24W | 248N ! COB | AC100-240vV | 09 ! 1207130 ! >80 ! 17
SU-DL-300-28 i 28W | 20.4W | COB I AC100-240V L 0.9 J 1207130 1 >80 i 17
PHOTOMETRICS
LIGHT DISTRIBUTION CURVE
24° 40°

SU-DL-300-12

SU-DL-300-18

cd/km
€0/C180: €90/C270:
3] Ir=d C€ RoHS @& A

cd/km
€0/C180:

€90/C270:

SU-DL-300-24

SU-DL-300-28

SURV-LED 16 I

WWW.SURV-LED.COM

1HDIT NMOd
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DOWNLIGHT

SU-DL-175 SU-DL-176 SU-DL-114
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o

| White This luminaire contains built-in LED lamps.
Colour (s) T TTT T T T oo oo osomomommes T oo oo oo

1 Black The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, e L e e T
Beam angle | 400
cct 1 3000K / 4000K / 6500K )
Fixture material ' Die cast aluminium BRIDGELUX w
,,,,,,,,,,,,,,,,,,,, L
Environment \ Indoor
WPrae pP20 PHILIPS EPISTAR
Operating temperature (Ta) ; -20°C ~ +50°C .
,,,,,,,,,,,,,,,,,,,, LT
CRI 1 80 5}
PHILIPS
”””””””””” ST SURV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, .
Input ! AC100-240V  50/60Hz ~ N\ DONE l'_
Option | Dimmable EAE\):R‘SE LI U d

I SURV-LED 17 [C][=d C € RoHS @& A (3)



SU-DL-175-15

SU-DL-176-15

SU-DL-114-10

DIMENSIONS

SU-DL-175-20

SU-DL-176-20

SU-DL-114-15

SU-DL-175-30

SU-DL-176-30

SU-DL-114-20

SU-DL-175-40

SU-DL-176-40

SU-DL-114-30

SU-DL-175-50

SU-DL-176-50

SU-DL-114-40

1HDIT NMOd

WWW.SURV-LED.COM

o

ITEM SPECIFICATIONS
Description , LED s

1 Power | Power
SU-DL-114-10 L10W 1 10.5W
'SU-DL-175/176/114-15 REERET
'SU-DL-175/176/114-20 ERE
SU-DL-175/176/114-30 L3ow ! 320w
'SU-DL-175/176/114-40 if AW 426W
SU-DL-175/176-50 i 50W Jl 53.2W

[2] [P C€ RoHS @ A\ (§)

I
@230x125mm |
I I I
: Driver : PF : Lm/W
| AC100-240V 1 09 1 120/130
e T LTy
' AC100-240V ! 09 ! 120/130
| AC100-240V ;T 09 j; 120/130
| AC100-240V |} 0.9 | 120/130
,,,,,,,,,,, I
| AC100-240V | 09 ! 120/130
| AC100-240V 1 09 1 120/130
,,,,,,,,,,, R [N

@200mm
I CRI ‘
w I UGR
| (typ)
| >80 117
Fmm———— lm—————
180 17
TTTT T T° T -TTT-="
: >80 : 17
| >80 |17
o —— -
! >80 | 17
| >80 117
Lo - -

SURV-LED 18 I
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DOWNLIGHT

PRO-A

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

,,,,,,,,,,,,,,,,,,,, e o
| White/Black This luminaire contains built-in LED lamps.

Colour (s) T TTTTTTTTTTomosomomommes T oo oo oo
1 Other The lamps cannot be changed in the luminaire

Beam angle | 400

,,,,,,,,,,,,,,,,,,,, e

CCT | 3000K / 4000K / 6500K A

Fixture material | Die cast aluminium BRIDGELUX W

,,,,,,,,,,,,,,,,,,,, oo o mmme—mm -

Environment \ Indoor

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

””””””””””””” SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 19 [C][=d C € RoHS @& A (3)



SU-DL-101-10N SU-DL-101-15N

DIMENSIONS

R

SU-DL-101-20N SU-DL-101-30N

SU-DL-101-40N

:
i
_SUDLIOMION i gesdemm | o geenm
H SU-DL-101-15N l @103x60mm | @83mm
SUDL10120N T pisoeemm T orsmm
SUDL101-30N | oteaxo2mm " otesmm
o D ! SUDL1014ON 1 @e2oxioomm . owom
ITEM SPECIFICATIONS
Description i Il;’i\?ver i I’(:;Ier i LEDs i Driver i PF i Lm/W i ﬁ;‘;) EUGR
SU-DL-101-10N L 10W | 10.3W 1 COB | AC100-240V 1 09 1 120/130 1 >80 1 17
‘su-DL-101-15N Cisw isew | cos UACi00240v | 09 20130 | =80 17
‘su-DL-101-20N 20w 1212w 1 COB | AC100240V | 09 1120130 | >80 117
SU-DL-101-30N | 30W | 326W | COB | AC100-240V | 09 ; 120/130 | >80 17
‘su-DL-101-40N Taow  la2sw  lcoB | AC100240V | 09 1 120/130 | =80 147
,,,,,,,,,,,,,,,,,,,,,,,,,,,

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km
C0/C180:

cd/km

€90/C270: €0/C180:

[2] [P C€ RoHS @ A\ (§)

€90/C270:

SURV-LED 20 I

WWW.SURV-LED.COM

1HDIT NMOd



1HDIT NMOd

DOWNLIGHT

PRO-B

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 21 3] C € RoHS @ £\
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SU-DL-107-10 SU-DL-107-15 SU-DL-107-20 SU-DL-107-30 SU-DL-107-40

DIMENSIONS

ITEM SPECIFICATIONS
=
Description ) LED | Total | pp | Driver " pF wmw 1 SRl yer S
escriptio i Power | Power | = I - I I 1 o(typ) 2
—
SU-DL-107-10 | 10W | 103W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17 =
——————————————————————————— e Bk e Sk T B e R
SU-DL-107-15 L 45w ! 156W | COB ' AC100-240V ! 09 ' 1207130 ' >80 ' 17 3
SU-DL-107-20 i 20W J 212W 1 COB I AC100-240V ;T 09 1 120/130 | >80 i 17 %
SU-DL-107-30 | 30W | 326W | COB | AC100-240V | 09 | 120/130 |, >80 |17
777777777777777777777777777 [ T el i e T Al i
SU-DL-107-40 40w ! 425W ! COB I AC100-240v ! 09 ! 120/130 ! >80 ! 17
l | l | l l l l
,,,,,,,,,,,,,,,,,,,,,,,,,,, S I SR IR Y

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

€0/C180: €90/C270: €90/C270:

€0/C180:

[C3] [P0 C€ RoHS @& A SURV-LED 22
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DOWNLIGHT

PRO-C

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 23 3] C € RoHS @ £\



SU-DL-108-10 SU-DL-108-15

DIMENSIONS

ITEM SPECIFICATIONS

Description

SU-DL-108-10 w

SU-DL-108-20

SU-DL-108-

30

1 1
I I
: DxH : @& Cut-out
SU-DL-108-10 | @105x47mm | @93mm
,,,,,,,,,,,,,,,, Lo el e
SU-DL-108-15 | @140x58.5mm | @125mm
,,,,,,,,,,,,,,,, o glieesmm o Pleemm
SU-DL-108-20 ! @170x85mm ! 2165mm
SU-DL-108-30 i @200x98mm | @195mm

| LED ! Total ! v ‘ ‘ I CRI ‘

! Ppower | Power | LEDS ! Driver ! PF I Lm/W (typ.) ! UGR
10W | 103W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17
—————— B e T B T S B e ] E
15W ! 156W | COB ' AC100-240v ! 09 ! 1207130 ' >80 ' 17
20W J 21.2W ;TCOB :TACWOO—ZAOV ;T 09 1 120/130 ;T >80 i 17
30W | 326W | COB | AC100-240V | 09 ; 120/130 | >80 |17
777777 e el i i e e

I I I I I I I
S N B A E R R S R o -
[} [} I ] [} [} I
I I I I I I I
,,,,,, Y S () S JE

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24°

40°

cd/km
C0/C180:

€90/C270:

[2] [P C€ RoHS @ A\ (§)

cd/km
€0/C180:

€90/C270:

SURV-LED 24 I

WWW.SURV-LED.COM

1HDIT NMOd
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DOWNLIGHT

PRO-D

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 25 3] C € RoHS @ £\



SU-DL-111-3

DIMENSIONS

SU-DL-111-7

SU-DL-111-12

SU-DL-111-15

SU-DL-111-20

SU-DL-111-30

17

ITEM SPECIFICATIONS

D S ' LED I Total
R | Power | Power

supL11 |3 36w

supLtz TW 7w

suDLAtttz 12w 128W

subLitas 1swo o itew
SU-DL-111-20 } 20W ﬂ} 21.2W

suDL1130 L 3OW_ 315w
PHOTOMETRICS

LIGHT DISTRIBUTION CURVE

24° 40°

: LEDs i Driver

| COB | AC100-240V
''COB | AC100-240V
[ COB ! ACI00240V
| coB | AC100-240V
''COB ! ACI00-240V
| COB | AC100-240V

cd/km
C0/C180:

€90/C270:

[2] [P C€ RoHS @ A\ (§)

cd/km
€0/C180:

€90/C270:

PF : Lm/W

09 1 120/130
09 4} 1207130
09 ! 1207130

09 | 120/130
09 ﬂ; 120/130
091201130

WWW.SURV-LED.COM

1HDIT NMOd

SURV-LED 26 I
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DOWNLIGHT

SU-DL-140 SU-DL-157
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX w

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 27 3] C € RoHS @ £\
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SU-DL-140-7 SU-DL-140-12 SU-DL-140-20 SU-DL-140-30 SU-DL-140-50
SU-DL-157-5 SU-DL-157-15 SU-DL-157-20 SU-DL-157-30
DIMENSIONS

WWW.SURV-LED.COM

ITEM SPECIFICATIONS

o | LED ! Total ! v ‘ ‘ I CRI
Description ! Power | Power | LEDs | Driver ! PF I Lm/W (typ.) UGR
SU-DL-140-7 7W | 7.3W iCOB LAc1oo-24ov | 09 11207130 1 >80 17

[C3] [P0 C€ RoHS @& A SURV-LED 28
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DOWNLIGHT

PRO-H

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 29 3] C € RoHS @ £\
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SU-DL-153-10 SU-DL-153-15 SU-DL-153-30 SU-DL-153-60

DIMENSIONS

ITEM SPECIFICATIONS
3
o | LED ! Total ! v ‘ ‘ I CRI ‘ I}
Description ) e ) e LEDs : Driver ! PF : Lm/W : (typ.) ;UGR E
—
SU-DL-153-10 | 10W | 109W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17 =
——————————————————————————— e Bk e Sk T B B |
SU-DL-153-15 L45W ! 161W | COB ' AC100-240V ! 09 ' 1207130 ' >80 ' 17 3
SU-DL-153-30 ' 30W HECT | CoB | ACI00240V | 09 1120/130 | >80 117 %
SU-DL-153-60 | BOW | B3W | COB | AC100-240V | 09 | 120/130 |, >80 |17
777777777777777777777777777 [ T el i i T sl
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, L U H N S S
I [} [} I [} [} [} I
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, S I SR IR Y

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km
€0/C180: €90/C270: €0/C180:

€90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 30
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DOWNLIGHT

PRO-I

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle F T

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

””””””””””””” SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 31 3] C € RoHS @ £\



SU-DL-155-7 SU-DL-155-10 SU-DL-155-20 SU-DL-155-25 SU-DL-155-30 SU-DL-155-40
DIMENSIONS
1 1
I I
T ; DxH ' & Cut-out
¢ | |
9 SU-DL-155-7 ! @90x50mm ! @75mm
H SU-DL-155-10 i @115x63mm | @100mm
L v SU-DL-155-20 | 2135x77mm | 2120mm
,,,,,,,,,,,,,,,, Lo gleenmm o e
‘ SU-DL-155-25 | @165x87mm | @150mm
,,,,,,,,,,,,,,,, po o elexemm o RPemm o
D SU-DL-155-30 ! @200x102mm ! @180mm
SU-DL-155-40 l @230x112mm i @200mm
ITEM SPECIFICATIONS
o | LED ! Total ! v ‘ I CRI ‘
Description ) e ) e LEDs ! Driver ! PF /W : (typ.) : UGR
SU-DL-155-7 7w | 73W | COB | AC100-240V 1 09 120/130 1 >80 1 17
——————————————————————————— e T ————————— - TR e e ek T BN
SU-DL-155-10 Low 1w ' COB ' AC100-240V ! 09 ' 1207130 ' >80 ' 17
SU-DL-155-20 i 20W 1 21.3wW ' COB 1 AC100-240V ;T 09 1 120/130 ;T >80 i 17
SU-DL-155-25 | 25W | 262W | COB | AC100-240V | 09 | 120/130 |, >80 |17
777777777777777777777777777 e e e e S e e
SU-DL-155-30 130w ! 316W ' COB I AC100-240v ! 09 ! 120/130 ! >80 ! 17
SU-DL-155-40 i 40W | 423W | COB I AC100-240V L 0.9 120/130 L >80 i 17
PHOTOMETRICS
LIGHT DISTRIBUTION CURVE
24° 40°

cd/km
C0/C180:

€90/C270:

[2] [P C€ RoHS @ A\ (§)

cd/km
€0/C180:

€90/C270:

SURV-LED 32 I

WWW.SURV-LED.COM

1HDIT NMOd
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DOWNLIGHT

SU-DL-159 SU-DL-160 SU-DL-161
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o

| White This luminaire contains built-in LED lamps.
Colour (s) T TTT T T T oo oo osomomommes T oo oo oo

1 Black The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, e L e e T
Beam angle | 240
cct 1 3000K / 4000K / 6500K )
Fixture material ' Die cast aluminium BRIDGELUX w
,,,,,,,,,,,,,,,,,,,, L
Environment \ Indoor
WPrae pP20 PHILIPS EPISTAR
Operating temperature (Ta) ; -20°C ~ +50°C .
,,,,,,,,,,,,,,,,,,,, LT
CRI 1 80 5}
PHILIPS
”””””””””” ST SURV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, .
Input ! AC100-240V  50/60Hz ~ N\ DONE l'_
Option | Dimmable EAE\):R‘SE LI U d

I SURV-LED 33 3] C € RoHS @ £\



SU-DL-159-60 SU-DL-160-80

DIMENSIONS

SU-DL-159-60 1 B60W
,,,,,,,,,,,,,,,,,,,,,,,,,,, [
SU-DL-160-80 . 80w
SU-DL-161-60 i 60W

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24°

WWW.SURV-LED.COM

[
A

cd/km
€0/C180: €90/C270:
3] Ir=d C€ RoHS @& A

1HDIT NMOd

SURV-LED 34 I
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DOWNLIGHT

ROMU

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTIIIITTT TTTTTIIIITTIIIIm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED

I B e ®
S it DONE  LiFTd
opton ' Dimmable
DCSolution | WithDriver
ACSoluion | WithoutDriver

I SURV-LED 35 3] C € RoHS @ £\
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SU-DL-116-7 SU-DL-116-9 SU-DL-116-12 SU-DL-116-15 SU-DL-116-18 SU-DL-116-24

DIMENSIONS

ITEM SPECIFICATIONS

3
SU-DL-116-7 i W j 7.5W LCOB LAcwoo-zzxov L 0.9 j 120/130 L >80 i 17 g
SU-DL-116-9 ' ow 93w | COB ! AC100-240v ! 09 ! 120/130 | >80 ! 17 3
SUDLtedz T Thaw a6 | OB L ACO0ZaV | 09 10w | e 17§
SU-DL-116-15 | 15W | 158W | COB | AC100-240V | 09 ; 120/130 | >80 17
‘su-pL-11618 Tiew l19sw ! coB | AC100240V | 09 1 120/130 | =80 147
SUDL1624  [24W  1256W [ COB | ACIOO240V | 09 1 120/130 } B0 117 |

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

C0/C180: €90/C270:

€90/C270:

€0/C180:

[C3] [P0 C€ RoHS @& A SURV-LED 36
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DOWNLIGHT

PRAVO

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 37 3] C € RoHS @ £\



SU-DL-120-7 SU-DL-120-15 SU-DL-120-25 SU-DL-120-35

DIMENSIONS

DxH
SU-DL-120-7 l @100x85mm | @85mm
,,,,,,,,,,,,,,,, Lo gbmemn e
SU-DL-120-15 | @130x95mm | @120mm
,,,,,,,,,,,,,,,, oo g
SU-DL-120-25 ! @160x100mm ! @145mm
SU-DL-120-35 i @190x110mm | @165mm
ITEM SPECIFICATIONS
o I LED | Total ! v ‘ ‘ I CRI ‘
Description ) e ) e LEDs ! Driver ! PF : Lm/W : (typ.) ;UGR
SU-DL-120-7 7w | 75W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17
——————————————————————————— e e e i e et EE R
SU-DL-120-15 15w ' 16.3W | COB ' AC100-240v ! 09 ! 1207130 ' >80 ' 17
SU-DL-120-25 i 25W J 25.6W ;TCOB ;rAcwoo-24ov ;T 09 1120/130 ;T >80 i 17
SU-DL-120-35 | 35W | 362W | COB | AC100-240V | 09 | 120/130 |, >80 |17
””””””””””””””” 2
,,,,,,,,,,,,,,,,,,,,,,,,,,, L U H N S S
I [} [} I ] [} ] I
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, A [ ) R

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km
C0/C180: €90/C270: €0/C180: €90/C270:
[3][r=d C€ RoHS €& A

SURV-LED 38 I

WWW.SURV-LED.COM
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DOWNLIGHT

SU-DL-122-R SU-DL-122-S
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX w

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 39 3] C € RoHS @ £\



SU-DL-122-R9 SU-DL-122-R15

DIMENSIONS

\ L

SU-DL-122-R20

SU-DL-122-S15

SU-DL-122-S20

' Total !
1 Power 1 LEDS
| 96W 1 SMD

ITEM SPECIFICATIONS

Description i Iﬁi\?ver
SUDL122R9 W
Su-DL122R15 LW
SUDL22-R20 20w
supL-t2289 oW
SU-DL-122-S15 } 15W
su-bLt22.s20 20w
PHOTOMETRICS

LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km
C0/C180: €90/C270:
(2] fr3 C€ RoHS @& A

€0/C180:

€90/C270:

SURV-LED 40 I

1HDIT NMOd
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DOWNLIGHT

SU-DL-118 SU-DL-119
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Vigee TTTTTTTTTTIIIIITTT TTTTTIIITITIII e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX w

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

””””””””””””” SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 41 3] C € RoHS @ £\
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SU-DL-118-5 SU-DL-118-10 SU-DL-118-15 SU-DL-118-20 SU-DL-118-25 SU-DL-118-32
SU-DL-119-5 SU-DL-119-10 SU-DL-119-15 SU-DL-119-20 SU-DL-119-25 SU-DL-119-32
DIMENSIONS

WWW.SURV-LED.COM

ITEM SPECIFICATIONS

Description | ',;i\?ver | ;‘(’:;Lr | LEDs | Driver ' PF I LmW | g;“')_) | UGR
SU-DL-118-5 | 5W | 56W | SMD | AC100-240V 1 09 1 120/130 1 >80 1 17
‘su-bL-11810 Ciow 1osw lswo UACioo240v | 09 1120130 | s0 17
SUDL11Bs LMW 6BW 1 SMD | AGIO0240V | 09 1 120/130 | >80 117
SU-DL-118-20 | 20W | 212W | SMD | AC100-240V | 09 | 120/130 | >80 17
‘suDL-11825 Tosw zeaw | sMD UAci00240v | 09 1200130 | -0 17
SUDLA1832  1W  133W ISMD | ACI0240V ! 09 1120/130 | =80 117
SU-DL-119-5 | 5W | 56W 1 SMD | AC100-240V 1 09 1 120/130 1 >80 1 17
‘su-bL-119-10 Ciow ioaw Lewo UACio0240v | 09 1 120/130 | se0 17
‘su-DL-119-5 18W 1 158W 1 SMD U ACI00-240V | 09 1120/130 | >80 117
SU-DL-119-20 | 20W | 212W | SMD | AC100-240V | 09 ; 120/130 | >80 17
‘suDL11925 Tosw oeow | sMD UACi00240v | 09 120130 | -0 17
supLted (oW 13saw [SwD | ACI00240V | 09 1 120/180 | =80 117

[C3] [P0 C€ RoHS @& A SURV-LED 42
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DOWNLIGHT

FUFU

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 43 3] C € RoHS @ £\



SU-DL-117-9 SU-DL-117-15

DIMENSIONS

ITEM SPECIFICATIONS

|
Description !

wer | Powe

1HDIT NMOd

subLt17z9 W
suDLtzs | 15w
suDLtz2a 24w
PHOTOMETRICS

LIGHT DISTRIBUTION CURVE

24° 40°

[
A

cd/km cd/km

C0/C180: €90/C270: €0/C180:
[C3][r] C€ RoHS @ A

b=
‘ 8
17 3
SRR 5
17 2
17 %
A

I

I

I

I

I

I

[}

SURV-LED 44 I
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DOWNLIGHT

CLACECO

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX w

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

IS SURV-LED 45 3] C € RoHS @ £\
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SU-DL-120-7 SU-DL-120-10 SU-DL-120-15 SU-DL-120-25 SU-DL-120-35

DIMENSIONS

ITEM SPECIFICATIONS
=

o ' LED ! Total ! v ‘ ‘ ' CRI ! 8
SU-DL-120-7 L TW | 78W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17 g
‘su-bL-120-0 Clow iosw oo UACI00240v | 09 1120130 | =80 17 ?
‘su-DL-120-15 [15W 1 161W 1 COB | AC100240V | 09 1120130 | >80 117 %
SU-DL-120-25 | 25W | 27TW | COB | AC100-240V | 09 ; 120/130 | >80 17
‘su-bL-12035 "asw ! gesw | COB U ACI00240V | 00 11207130 | =80 117
777777777777777777777777777 r--TTTTTLhaTTTTTTTTY,TTTTTTTTTTPITTTTTSTTTTTTTTTTTTTATTTTTTTTTTTTTTT T TTTTTT
,,,,,,,,,,,,,,,,,,,,,,,,,,,

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

€0/C180: €90/C270: €90/C270:

€0/C180:

[C3] [P0 C€ RoHS @& A SURV-LED 46
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DOWNLIGHT

ORIL

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

””””””””””””” SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 47 3] C € RoHS @ £\



SU-DL-156-15 SU-DL-156-25 SU-DL-156-30 SU-DL-156-40
DIMENSIONS
1 1
I I
: DxH : @& Cut-out
T SU-DL-156-15 | @140x115mm | @130mm
,,,,,,,,,,,,,,,, e SO
H SU-DL-156-25 ! @165x130mm ! @150mm
,,,,,,,,,,,,,,,, oo eeaemm oo eeemm
SU-DL-156-30 ! @200x170mm ! 2180mm
L SU-DL-156-40 l @230x180mm i @210mm
‘ D
ITEM SPECIFICATIONS
o | LED ! Total ! v ‘ ‘ I CRI ‘
Description ) e ) e LEDs ! Driver ! PF : Lm/W : (typ.) ;UGR
SU-DL-156-15 | 15W | 162W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17
——————————————————————————— I B ek T e e R e R T
SU-DL-156-25 lo5W ! 263W | COB ' AC100-240V ! 09 ' 1207130 ' >80 ' 17
SU-DL-156-30 1 30W 1 319W | COB | ACI00240V | 09 1120/130 | >80 117
SU-DL-156-40 | 40W | 426W | COB | AC100-240V | 09 | 120/130 |, >80 |17
””””””””””””””” 2
,,,,,,,,,,,,,,,,,,,,,,,,,,, L U H N S S
I [} [} I ] [} [} I
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, S I SR IR Y

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

€0/C180: €90/C270: €90/C270:

€0/C180:

[2] [P C€ RoHS @ A\ (§)

SURV-LED 48 I

WWW.SURV-LED.COM
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DOWNLIGHT

PROF-1P65
Waterproof
SU-DL-124-C SU-DL-124-S SU-DL-124 SU-DL-124-A
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhte This luminaire contains buil-in LED lamps.

Colour (s) e T oo oo oo
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve [ TTTTTTTTTTTTTTTTTTT T

T | 3000K/4000K/600K P

Fixture material 1 Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

WPrae iPes PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, T

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 49 3] C € RoHS @ £\



DIMENSIONS

ITEM SPECIFICATIONS

Description

Total
Power

1HDIT NMOd

I I
I I
: DxH : &> Cut-out

SU-DL-124-10C | @95x51mm | @80-85mm
SUDL124-15C ! @15ESmm " geoesnm
_SUDL12e200 1 otisermm i gtistamm

SU-DL-124-10S l @95x51mm l 280-85mm
CsUDL124-158 U otisesmm T oooesmm
©SUDL124-208 T otsermm " otistdomm
_SUDL12430s 1 oteseomm 1 g160170mm

SU-DL-124-40S l @235x65mm l @200-210mm
supLi2ar T geoermm T orseomm
suDLi2412 T " gos-l00mm
_SUDLi2ets 1 ouodam 1 gssisomm

SU-DL-124-18 l @190x70mm l @160-180mm
SsUDL1247A T peoermm T orseomm
CSUDL12412A T " gos-l00mm
_SUDL12edsA | puoganm 1 ovstsomm

Driver

WWW.SURV-LED.COM

SU-DL-124-10C

AC100-240V

[2] [P C€ RoHS @ A\ (§)

I
:

109 120/130 | >80 ! 17

09 1 120/130 | >80 117
777777 B e e e

09  !120/130 ' >80 ! 17

09  1120/130 | =80 117
,,,,,, N N A

09 | 120/130 | >80 | 17
777777 R R e i e

09 ! 120/130 | >80 ! 17

09 1 120/130 1 >80 117
777777 e ) R

09 |120/130 ; >80 | 17
777777 B e il bl

09 1120/130 | >80 117

09 1 120/130 1« >80 1 17
,,,,,, Ty

09 | 120/130 | >80 | 17
777777 e B e

00 1120/130 | >80 ! 17

09 | 120/130 1 =80 1 17
—————— Ty P

09 ! 120/130 ' =80 ! 17
,,,,,,,,,,,,, [ LA

08  1120/130 | >80 117

SURV-LED 50 I
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DOWNLIGHT

AUSTO

Color
Temperature Brightness
Adjustment adjusement
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops
- Functional design
- Easy installation with fast connection
- External driver for extended flexibility
(compatible with selected DALI drivers)
SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o
| White This luminaire contains built-in LED lamps.
Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, e L e e T
Beam angle , 48° /23°
,,,,,,,,,,,,,,,,,,,, e
CCT | 3000K / 4000K / 6500K A
Fixture material | Die cast aluminium BRIDGELUX W
77777777777777777777 o e D D D e e
Environment \ Indoor

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

”””””””””””””” SURV-LED

,,,,,,,,,,,,,,,,,,,, e

Input ! AC100-240V  50/60Hz ~ N DONE

Option | Dimmable EAE\)ZR\SE Lll Ud
. Switch

I SURV-LED 51 3] C € RoHS @ £\



SU-DL-146-7 SU-DL-146-10 SU-DL-146-15 SU-DL-146-24
DIMENSIONS
I I
I I
T : DxH : @& Cut-out
" i SU-DL-146-7 l @92x55mm l @70mm
,,,,,,,,,,,,,,,, e St
H \\_/ SU-DL-146-10 ! @115x60mm ! @90mm
\ **************** B Bt i | e it
v SU-DL-146-15 ; @140x65mm ; @110mm
’ SU-DL-146-24 l @190x70mm i @150mm
L " e T T
D
ITEM SPECIFICATIONS
o I LED | Total ! v [ [ I CRI [
Description ) e ) e LEDs ! Driver ! PF : Lm/W : (typ.) ;UGR
SU-DL-146-7 7w | 76W | SMD | AC100-240V 1 09 1 120/130 1 >80 1 17
——————————————————————————— e e e i e et EE R
SU-DL-146-10 L 1ow 109W | SMD ! AC100-240v ! 09 ! 120/130 | >80 ! 17
SU-DL-146-15 i 15W J 162W 1 SMD ' AC100-240V ;T 09 1120/130 | >80 i 17
SU-DL-146-24 | 24W | 252W | SMD | AC100-240V | 09 | 120/130 |, >80 |17
”””””””””””””” 2
,,,,,,,,,,,,,,,,,,,,,,,,,,, L U H N S S
I [} I ] [} ] I
I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, A [ ) R
PHOTOMETRICS
LIGHT DISTRIBUTION CURVE
24° 40°

cd/km cd/km
€0/C180: €90/C270: €0/C180:
[3][r=d C€ RoHS €& A

€90/C270:

SURV-LED 52 I

WWW.SURV-LED.COM
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DOWNLIGHT

SU-DL-172 SU-DL-214
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 53 3] C € RoHS @ £\



SU-DL-172-10

DIMENSIONS

ITEM SPECIFICATIONS

Description

SU-DL-172-10

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24°

cd/km
C0/C180:

[2] [P C€ RoHS @ A\ (§)

€90/C270:

SU-DL-214-7
1
I
! DxH
| @75x100mm |
7777777777777777 t-————== 1
| @85x110mm |
7777777777777777 B |
! @105x115mm !
l @63x65mm i
I I I
: Driver : PF : Lm/W
| AC100-240V 09 1 1207130
——————————————————————————— A= m——— -
' AC100-240V 09 ' 1207130 '
| AC100-240V 09 1 120/130 !
| AC100-240V 09 | 120/130 |
,,,,,,,,,, S TR B
i l
I I
,,,,,,,,,, L e e e e e -~ U

1HDIT NMOd

WWW.SURV-LED.COM

SURV-LED 54 I
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DOWNLIGHT

DORA-R DORA-B

SU-CL-295 SU-CL-296
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o

| White This luminaire contains built-in LED lamps.
Colour (s) T TTT T T T oo oo osomomommes T oo oo oo

1 Black The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, e L e e T
Beam angle | 240
cct 1 3000K / 4000K / 6500K )
Fixture material | Die cast aluminium BRIDGELUX w
,,,,,,,,,,,,,,,,,,,, St
Environment \ Indoor
WPrae (P20 PHILIPS EPISTAR
Operating temperature (Ta) ; -20°C ~ +50°C .
,,,,,,,,,,,,,,,,,,,, LT
CRI ! 80 5}
PHILIPS
”””””””””” ST SURV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, .
Input ! AC100-240V  50/60Hz ~ N\ DONE
Option | Dimmable EAE\lR\SE Lll U d

I SURV-LED 55 3] C € RoHS @ £\
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- |
’ L“t - - I'L“"
B L " »
SU-CL-295-10  SU-CL-295-20 SU-CL-295-30 SU-CL-295-40 SU-CL-296-10 SU-CL-296-20 SU-CL-296-30 SU-CL-296-40
DIMENSIONS
1 1
I I
: DxH : @& Cut-out
SU-CL-295-10 l @100x80mm | @78mm
,,,,,,,,,,,,,,,, Lo el eremm
SU-CL-295-20 | @120x94mm | @98mm
,,,,,,,,,,,,,,,, oo gEpesmm o esemm
SU-CL-295-30 ! @130x104mm ! @108mm
SU-CL-295-40 i @155x111mm | @135mm
SU-CL-296-10 | @84x91mm | @75mm
,,,,,,,,,,,,,,,, Lo gemedmme o emm
SU-CL-296-20 | @104x104mm | @95mm
,,,,,,,,,,,,,,,, po Plowadamm o semm
SU-CL-296-30 ! @114x110mm ! @105mm
SU-CL-296-40 I @13%d17mm | @130mm
ITEM SPECIFICATIONS
3
. | LED ! Total ! . ‘ ‘ I CRI ! 3
Description ) e ) e LEDs : Driver ! PF : Lm/W : (typ.) : UGR E
—
SU-CL-295-10 | 10W | 10.6W | COB | AC100-240V | 09 1 120/130 1 >80 117 z
——————————————————————————— e Bk e Sk T T B e
SU-CL-295-20 Loow 2w ! COB ' AC100-240V ' 09 1207130 | =80 |17 3
SU-CL-295-30 1 30W  1322W | COB [ AC100-240V | 09 1120/130 | >80 ! 17 %
SU-CL-295-40 | 40w | 426W | COB | AC100-240V | 09 | 120/130 | >80 | 17
——————————————————————————— e R e e L et A e
SU-CL-296-10 ' 10W 1 106W ! COB | AC100-240V | 09 | 120/130 | >80 ! 17
SU-CL-296-20 L 20W 1 21W | COB | AC100-240V | 09 1 120/130 1 >80 117
,,,,,,,,,,,,,,,,,,,,,,,,,,, U [ S S N Y R
SU-CL-296-30 L3ow ! 322w | COB ' AC100-240V | 09 ' 1207130 | >80 ! 17
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 280 oI
SU-CL-296-40 | 40W 1 426W | COB | AC100-240V L 09 J 120/130 | >80 117

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

€0/C180: €90/C270: €90/C270:

€0/C180:

[C3] [P0 C€ RoHS @& A SURV-LED 56
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DOWNLIGHT

DORA-M

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Voo TTTTTTTTTTTTIIIIIIIIT TTTmIIII I

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX w

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 57 3] C € RoHS @ £\



SU-CL-296-10

DIMENSIONS

ITEM SPECIFICATIONS

Description

SU-CL-296-10

SU-CL-296-20

| LED

1 Power

SU-CL-296-30 SU-CL-296-40
1 1
I I
: DxH : @& Cut-out
SU-CL-296-10 l @124x88mm | @94mm
,,,,,,,,,,,,,,,, e S
SU-CL-296-20 | @142x101mm | @116mm
,,,,,,,,,,,,,,,, poogltemimm o paemm
SU-CL-296-30 ! @170x118mm ! 2148mm
SU-CL-296-40 i 2195x125mm | @180mm
| | | | | | CR| |
) e LEDs : Driver : PF : Lm/W : (typ.) ;UGR
106W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17
——————————————————————————— e L e NP
' COB ' AC100-240v ! 09 ! 1207130 ' >80 ' 17
' 322W 1 COB ;rAcwoo-24ov ;T 09  1120/130 1 >80 i 17
| 426W | COB | AC100-240V | 09 ; 120/130 | >80 | 17
7777777 e e e e i
I I I I I I
S N B A E R R S R o -
[} ] [} [} [} I
I I I I I I
,,,,,,, S S [ S SRS F

PHOTOMETRICS

LIGHT DISTRIBUTION CURVE

24°

40°

cd/km
C0/C180:

[2] [P C€ RoHS @ A\ (§)

€90/C270:

cd/km
€0/C180:

€90/C270:

SURV-LED 58 I

WWW.SURV-LED.COM
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DOWNLIGHT

NSA

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX W

‘Environment Vindoor T H

Prate 1 1P20 PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED
Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 59 3] C € RoHS @ £\



SU-CL-319-S12 SU-CL-319-S2*12

DIMENSIONS

ITEM SPECIFICATIONS

Description i Iﬁi\?ver
SU-CL-319-S12 i 12w
‘sucL-3iess0 3w
‘su-cL3te-sa0 L aow
SU-CL-319-§2%12 | 24w
‘su-cL-319-s2¢30 oW
‘su-cL319-s2*20 e
SU-CL-319-S3*12 | 36W
‘su-cL-319-83*30 Coow
SU-CL-319-S3*40 | 120W

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

SU-CL-319-S3*12

; Total !

1 Power 1 LERS

| 13W 1 COB
T bl

, 326W | COB

! 429W 1 COB

| 254W | COB
L [

1 83W 1 COB
| 389W | COB

_3 S8 e
! 956W | COB
Jl 126.4W 1 COB

cd/km cd/km

C0/C180: €90/C270:

[2] [P C€ RoHS @ A\ (§)

€0/C180:

€90/C270:

I
: Driver

| AC100-240V
i

: :
Lm/W : (typ.) : UGR
120/130 1 >80 i 17

1201130 | >80 |17

120130 | =80 117
120/130 | >80 117

T0n30 | ss0 a7

120130 | >80 117
120/130 1 >80 | 17

20130 | =80 17
120/130 1 >80 117

SURV-LED 60 I

WWW.SURV-LED.COM

1HDIT NMOd
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SURFACE DOWNLIGHT

SU-DL-124 SU-DL-174
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” o White/Black This luminaire contains built-in LED lamps.

Colour (s) el oo
1 Green/Red/Yellow/Blue/Pink The lamps cannot be changed in the luminaire

‘Beamangle tae

COT | 30O0K/4000K/GS00K P

Fixture material 1 Die cast aluminium BRIDGELUX W

Environment Vindoor T H

WPrate L PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, T

CRI ' 80 5}
Warranty | 3 years PHILIPS

””””””””””””” SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707pit|707n ””””””””” i Dimmable EAE\)'.R\SE DONE Llﬁjd

I SURV-LED 61 3] C € RoHS @ £\



SU-DL-124-10 SU-DL-124-15 SU-DL-174-12

DIMENSIONS

H @ y SU-DL-124-10 | 95:95x51mm
SU-DL-124-15 L 1151565mm
| = T T
|
— 5 —

ITEM SPECIFICATIONS

Description

SU-DL-124-10 | 10W | 102W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17
777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777
SU-DL-124-15 L45W ! 161W | COB ' AC100-240V ! 09 ' 1207130 ' >80 ' 17
777777777777777777777777777777777777777777 L e e e
SU-DL-174-12 {12W 1 131W | COB | ACI00240V | 09 | 120/130 | >80 |17

I I I I

777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

C0/C180:

€90/C270: €90/C270:

€0/C180:

WWW.SURV-LED.COM

1HDIT NMOd
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LINEAR CEILING LIGHT

o
m
[
4
@
[
o)
ac
5
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops
- Functional design
- Easy installation with fast connection
- External driver for extended flexibility
(compatible with selected DALI drivers)
SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o
| White/Black This luminaire contains built-in LED lamps.
Colour (s) T T T T ST Tesoso-soooo-ooo T oo oo oo
1 Orange/Green/Bule/Purple The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, e L L . L e e T
Beam angle , 15°/30°/45°
,,,,,,,,,,,,,,,,,,,, R
CCT | 3000K / 4000K / 6500K A
Fixture material | Die cast aluminium BRIDGELUX W
77777777777777777777 o e D D D e e
Environment \ Indoor
B ————————————————
WPrae P20 PHILIPS EPISTAR
Operating temperature (Ta) ; -20°C ~ +50°C .
,,,,,,,,,,,,,,,,,,,, T
CRI 1 80 5}
PHILIPS
”””””””””” ST SURV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, .
Input ! AC100-240V  50/60Hz ~ N\ DONE ®
Option | Dimmable EAE\lR\SE l—ll U d

I SURV-LED 63 3] C € RoHS @ £\



SU-CL-406-2 SU-CL-406-6 SU-CL-406-12 SU-CL-406-20

SU-CL-218-2 SU-CL-218-4 SU-CL-218-10 SU-CL-218-20 SU-CL-218-30
DIMENSIONS

1HOIM ONITIE0

I
I
DxH : &> Cut-out

SU-CL-406-2 l 45x45x49.5mm l 40x40mm
CsucLdoes T asaesmm L esdomm
CsucL4osi2 U qazxasxsomm | " 1aodomm
(SUCLA0S20 i 20ussomm 1 orsuomm
A s LU
Couekese Lo vemedmm Lo Sremme
SU-CL-218-4 l 75x45x49mm l 68x37mm
sucL2isio U apasxaomm 0 taoermm
sucL2is20 T 280ds@omm | o o7zeTom
_SUCL218%0 | al27dsagmm 1 405¢Tnm
ITEM SPECIFICATIONS
3
SU-CL-406-2 i 2W j 2.5W iCOB LAcwoo-zz:ov L 0.9 J 120/130 L >80 i 17 g
SU-CL-406-6 | BW | 6.4W , COB , AC100-240V | 09 1 1207130 | >80 17 3
‘su-cL-406-12 12w 1124w | COB | AC100-240v | 09 1120130 | >80 17 %
SU-CL-406-20 | 20W | 212W | COB | AC100-240V | 09 1 120/130 1 >80 117
‘sucL2182 Tow  lasw  lcos Uacioo2av | 09 1is0i1a0 | =so 17
secmea e aan T acomn | oa Tt s
SU-CL-218-10 | 10W | 106W | COB | AC100-240V | 09 | 120130 1 >80 17
‘su-cL21820 T2ow L 2tew | coB T AC100240v | 09 1120130 | =80 417
SUCL21890 3w 1319 [COB | AGI00240V | 09 }120/1%0 } 80 17 |

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

C0/C180: €90/C270: €0/C180: €90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 64



CEILING LIGHT

FERO-A

1HOM ONITIF0

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Voo TTTTTTTTTTTTIIIIIIIIT TTTmIIII I

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX w

‘Environment Vindoor T m

Prate 1 1P20 PHILIPS EPISTAR

CRI 1 80 5}
PHILIDS

””””””””””””” SURV-LED

N % ®
eacrise  DONE LiFud

AC100-240V  50/60Hz

Dimmable

I SURV-LED 65 3] C € RoHS @ £\



SU-CL-210-10/12

DIMENSIONS

o)
ju
[
z
)
C
@
I
5

&> Cut-out

( SU-CL-210-10/12 1 @100x75mm 1 @90mm

’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’

=

; Total ‘ 8

1 Power | @

SU-CL-210-10 | 10W | 10.6W l+ COB LACWOO—24OV L 0.9 41 120/130 L >80 117 =
SU-CL-210-12 oW 125w COB AC100-240V 0.9 1207130 | >80 17 g

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km
€0/C180:

[C3] [P0 C€ RoHS @& A SURV-LED 66



CEILING LIGHT

o
ul
[
=z
@
[
o)
2L
5
SU-CL-212-R10 SU-CL-212-S10 SU-CL-212-S20
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops
- Functional design
- Easy installation with fast connection
- External driver for extended flexibility
(compatible with selected DALI drivers)
SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o
| White This luminaire contains built-in LED lamps.
Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, e L e e T
Beam angle | 240
,,,,,,,,,,,,,,,,,,,, .
CCT | 3000K / 4000K / 6500K A
Fixture material ' Die cast aluminium BRIDGELUX w
,,,,,,,,,,,,,,,,,,,, L
Environment \ Indoor
B ————————————————
WPrae P20 PHILIPS EPISTAR
Operating temperature (Ta) ; -20°C ~ +50°C .
,,,,,,,,,,,,,,,,,,,, T

CRI ' 80 5}
Warranty | 3 years ‘ME IAN IEVE lLL PHILIPS

””””””””””””” Suvrv-LED

N % ®
eacrise  DONE LiFud

AC100-240V  50/60Hz

Dimmable

I SURV-LED 67 3] C € RoHS @ £\



SU-CL-212-R10 SU-CL-212-S10 SU-CL-212-S20

DIMENSIONS

1HOIM ONITIE0

LED ' Total

I
Power | Power

WWW.SURV-LED.COM

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

€0/C180: €90/C270: €0/C180: €90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 68



CEILING LIGHT

FERO-C

1HOM ONITIF0

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Voo TTTTTTTTTTTTIIIIIIIIT TTTmIIII I

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX w

‘Environment Vindoor T m

Prate 1 1P20 PHILIPS EPISTAR

CRI 1 80 5}
PHILIDS

””””””””””””” SURV-LED

N % ®
eacrise  DONE LiFud

AC100-240V  50/60Hz

Dimmable

I SURV-LED 69 3] C € RoHS @ £\



SU-CL-215-10 SU-CL-215-12

(@)
m
C
=z
DIMENSIONS &
o)
I
S
@& Cut-out
H SU-CL-215-10 | 84x84x90mMm | 75x75mm
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
SU-CL-215-12 115x115x100mm 100x100mm

’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
D
ITEM SPECIFICATIONS
3
S I Total ! : O
Description : eTED : : Driver E
—
SU-CL-215-10 | 10W | 106W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17 =
777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777
SU-CL-215-12 12W 13.1W coB AC100-240V 0.9 120/130 | >80 17 %

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km
€0/C180:

[C3] [P0 C€ RoHS @& A SURV-LED 70



CEILING LIGHT

o
m
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4
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ac
5
SU-CL-302 SU-CL-303
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhte This luminaire contains buil-in LED lamps.

Colour (s) e T oo oo oo
1 Black The lamps cannot be changed in the luminaire

‘Beamangle isorasoyse0  TTTTTTTTTTTITTTTImmmmmmmmmmmmmmmm s

T | 3000K/4000K/600K P

Fixture material 1 Die cast aluminium BRIDGELUX W

‘Environment Vindoor T M

WPrae pP20 PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, T

CRI 1 80 5}
PHILIDS

SURV-LED

N % ®
eacrise  DONE LiFud

AC100-240V  50/60Hz
Dimmable

I SURV-LED 71 3] C € RoHS @ £\



SU-CL-302-12 SU-CL-303-12

DIMENSIONS

(9]
ju
=
z
[0}
C
[0}
ac
=i

&> Cut-out

SU-CL-302-12 1 @90x80mm 1 @80mm

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

ITEM SPECIFICATIONS
=
Description : Hale : jlcta’ ! : Driver 8
P i Power | Power | | 8
—
SU-CL-302-12 12w | 132W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17 =
777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777
SU-CL-303-12 12W ' 13.2W COB AC100-240v ' 09 120/130 ' >80 17 3
e e TTTTTT T T T o7 r----=-====77 L I L
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, T S T T TRy S EU
I I
I

777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

C0/C180: €90/C270:

€0/C180: €90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 72



CEILING LIGHT
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SU-CL-279-9 SU-CL-280-9 SU-CL-280-18 SU-CL-280-27
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops
- Functional design
- Easy installation with fast connection
- External driver for extended flexibility
(compatible with selected DALI drivers)
SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o
| White This luminaire contains built-in LED lamps.
Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, e L e e T
Beam angle | 240
,,,,,,,,,,,,,,,,,,,, .
CCT | 3000K / 4000K / 6500K A
Fixture material ' Die cast aluminium BRIDGELUX @
,,,,,,,,,,,,,,,,,,,, L
Environment \ Indoor
B ————————————————
WPrae P20 PHILIPS EPISTAR
Operating temperature (Ta) ; -20°C ~ +50°C .
,,,,,,,,,,,,,,,,,,,, T

CRI ' 80 5}
Warranty | 3 years ‘ME IAN IEVE lLL PHILIPS

| SURV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, e
Input ! AC100-240V  50/60Hz N DONE o
Option | Dimmable EAE\lR\SE l—ll Ud

I SURV-LED 73 3] C € RoHS @ £\



CEILING LIGHT

SU-CL-280-27

SU-CL-280-18

SU-CL-280-9

SU-CL-279-9

DIMENSIONS

&> Cut-out

DxH

NOO A3 T-AdNS MMM

265x103mm

1 i i i
| | | |
| | | |
| | | |
| | | |
| | | |
| | | |

+ [ + E
| | | |
| | | |
| | | |
| | | |
” ” ” | | | |
AR S
” ” ” T r T bl
| | | | |
| | |
= i | | | | |
ergrErE ololo!lo! !
sidigig N
(o) BN I R
o1 N2 G
8T inI& PR
1 1 1 > = = =
i i i ol alal |
SIS I SIS |
” ” ” QN QN 1
oloIlolol |
Sig:8:18, |
ro ! Q12,29 |
” ” ” < < << |
RN
R [ N I
LT A | | | | |
0, 0,9, 9, | | | | |
519,22, 2, | | | | |
Q,Q,Q Q, | | | | |
&,Q,Q &, % n'n'm'm! !
5151505 Tl SQIQIS! ”
| | | -
EHEHEHE ~ AR
| | |
| | | | |
| | | | |
| | | | |
W,W,Wu,nWO, |
VIG5l g! |
@ e TN |
s St it Rt st s |
| | | | |
| | | | |
| | | | |
| | | | |
W,W,M,W, |
DN |
I L | I ]

I I I I I E
I I I I I W
I I I I I
R ” =
I I I I I C
] R ” Z
nNU | | | | | (@)
I I I I I -_—
— I I I I I T
7]
_Aln R ” A W
(&) | | | | | —_ =
o R ” _DIn __m
&) Lo 1 @1 ” w o
L c LA | S =
o Bl 238! ” o B
2 .nlum. H,M,M,m, | — _U|H
= ¢ CHIGHGE | m &
| | | | | ~
= a w”w”w”w” ! o 3

40°

24°

cd/km

cd/km

€90/C270:

€0/C180:

€90/C270:

C0/C180:

SURV-LED 74 I

[2] [P C€ RoHS @ A\ (§)



CEILING LIGHT

1HOM ONITIF0

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e L

| White/Black This luminaire contains built-in LED lamps.
Colour (s) ittt oo

1 Gold/Chrome/Silver The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, B e e e,
Beam angle | 15°/24°/36°
cct 1 3000K / 4000K / 6500K )
Fixture material | Die cast aluminium BRIDGELUX w
,,,,,,,,,,,,,,,,,,,, ity PPN
Environment \ Indoor
WPrae pP20 PHILIPS EPISTAR
Operating temperature (Ta) ; -20°C ~ +50°C .
,,,,,,,,,,,,,,,,,,,, LT
CRI 1 80 5}
PHILIPS
”””””””””” ST SURV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, .
Input ! AC100-240V  50/60Hz ~ N\ DONE l'_ ®
Option | Dimmable EAE&R‘SE LI U d
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SU-CL-401-5 SU-CL-401-10 SU-CL-401-15

DIMENSIONS

(9]
ju
=
z
[0}
C
[0}
ac
=i

@D Cut-out
SU-CL-401-5 } @40x58mm } @33mm
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
SU-CL-401-10 @60x82mm @52mm
SU-CL-401-15 ! @74x100mm ‘ @65mm
ITEM SPECIFICATIONS
=
I I I I 8
Description : : : : Driver a
w
—
SU-CL-401-5 | 5W | 55W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17 =
777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777
SU-CL-401-10 'fow ! 106W | COB ' AC100-240V ! 09 ' 1207130 ' >80 ' 17 3
SU-CL-401-15 15W 1 154W | COB | ACI00240V | 09 1120/130 | >80 117 %
I I I I I

777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

C0/C180:

€90/C270: €90/C270:

€0/C180:
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(@]
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[
4
@
C
o)
ac
5
SU-CL-270-9 SU-CL-271-9 SU-CL-272-9
SU-CL-273-9 SU-CL-274-9 SU-CL-275-9
=
O
o
a
4
=
o
>
€
SU-CL-276-9 SU-CL-277-9 SU-CL-278-9
SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o
| White This luminaire contains built-in LED lamps.
Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, e L e e T
Beam angle | 400
cct 1 3000K / 4000K / 6500K )
Fixture material | Die cast aluminium BRIDGELUX w
,,,,,,,,,,,,,,,,,,,, oo o mmme—mm -
Environment \ Indoor
B ————————————————
WPrae P20 PHILIPS EPISTAR
Operating temperature (Ta) ; -20°C ~ +50°C .
,,,,,,,,,,,,,,,,,,,, T
CRI ! 80 5}
Warranty | 3 years ‘ME IAN IEVE lLL PHILIPS
”””””””””” ST SURV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, .
Input ! AC100-240V  50/60Hz ~ N\ DONE l'_ ®
Option | Dimmable EAE&R‘SE LI U d

CEILING LIGHT

I SURV-LED 77
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DIMENSIONS

ITEM SPECIFICATIONS

‘
1

SU-CL-270-9 : 9w 1 9.5W 1 COB 1 AC100-240V 0.9 120/130 >80 i 17

‘sucLeri9 Tow  iosw  lcos I Acio02a0v | 09 ! i20/ia0 | =s0 17
‘sucL2r29 oW  l9sw 1 COB | AC100-240v | 09 11207130 | =80 17
‘sucL2rz9 OW 1 95W 1COB | ACI00240V I 09 1120130 | >80 117
‘su-cL2ra9 Tow  losw  lcos ACto0240v | 09 | 1201130 | =80 17
swetarss T o s Tcos T Macosior | os e [ e i
SU-CL-276-9 oW | 95W | COB | AC100-240Vv | 09 | 120/130 1 >80 117

‘su-cL2r79 Tow  losw  lcos U ACio0240v | 09 1201130 | =s0 17
SUCL2789 oW josW 1 COB | ACIO24V | 08 1201130 | >80 17

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

C0/C180: €90/C270: €0/C180: €90/C270:

WWW.SURV-LED.COM

1HOIM ONITIE0
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CEILING LIGHT

: Louar
m
[
=z
@
[
) SU-CL-231-5/10 SU-CL-232-5/10 SU-CL-233-5/10
5
SU-CL-234-5/10 SU-CL-235-5/10 SU-CL-236-5/10
SU-CL-237-5/10 SU-CL-238-5/10 A B
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops
- Functional design
- Easy installation with fast connection
- External driver for extended flexibility
(compatible with selected DALI drivers)
SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o
| White This luminaire contains built-in LED lamps.
Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, e L e e T
Beam angle | 400
,,,,,,,,,,,,,,,,,,,, e
CCT | 3000K / 4000K / 6500K A
Fixture material ' Die cast aluminium BRIDGELUX w
,,,,,,,,,,,,,,,,,,,, L
Environment \ Indoor
B ————————————————
WPrae P20 PHILIPS EPISTAR
Operating temperature (Ta) ; -20°C ~ +50°C .
,,,,,,,,,,,,,,,,,,,, T

CRI ' 80 5}
Warranty | 3 years ‘ME IAN IEVE lLL PHILIPS

””””””””””””” Suvrv-LED

N % ®
eacrise  DONE LiFud

AC100-240V  50/60Hz

Dimmable

I SURV-LED 79 3] C € RoHS @ £\



DIMENSIONS

DxH &> Cut-out
SU-CL-231-5 | 280x83mm l @75mm
sucLesio T ggoxizomm T omom o
_suclews L esoswm L o7stm
e Lo o Lo P 5
SU-CL-233-5 l @89x68MmM l 288mm 3
sucLessio T gegxiosmm T geemm
sucL2sas T geoxeemm | C gromm
_SuoL2selo i gewosmm i @monm
SU-CL-235-5 l @89x68mm l @70mm
sucL2ss10 T gegxiosmm T omm
sucL2ses T gotxzemm | " osomm
_suokasedo | gendismm 1 osonm
ITEM SPECIFICATIONS
3
SU-CL-231-5 i 5W j 5.4W LCOB LAcwoo-zzxov L 0.9 j 120/130 L >80 i 17 g
SU-CL-231-10 'fiow ! 108W ! COB ' AC100-240V ! 09 ' 1207130 ' >80 ' 17 3
‘su-cL2325 5w 154w 1 COB | AC100-240V | 09 1120130 | >80 117 %
SU-CL-232-10 | 10W | 103W | COB | AC100-240V 1 09 | 120/130 | >80 | 17
‘sucL233s "sw  lsaw  lcOB U AC100240V | 00 11207130 | 80 117
SUCL23310 L 1OW 1 108W 1 COB | AGI00240V | 09 1120/180 ! >80 117 |
SU-CL-234-5 | 5W | 54W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17
‘sucL23-10 Clow iosw cos UACI00240v | 09 1120130 | =80 17
SUCL2355  1eW 154 1 COB | ACI0240V | 09 1120130 | =80 117 |
SU-CL-235-10 | 10W | 103W | COB | AC100-240V 1 09 | 120/130 | >80 | 17
‘su-cL-238s "sw  lsaw  lcCOB UACI00240V | 00 11207130 | 80 17
SUCL23810 [ 1OW 1103 1 COB | AGIOO240V | 09 }120/1%0 } -80 17 |

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

C0/C180:

[C3] [P0 C€ RoHS @& A SURV-LED 80
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Co/C180:




CEILING LIGHT

o
m
[
4
@
—
o)
=
SU-CL-298 SU-CL-299
CISO-D PINO-J
SU-CL-300 SU-CL-316
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

,,,,,,,,,,,,,,,,,,,, e .
| White/Black This luminaire contains built-in LED lamps.

Colour (s) T T o T T T T T oo momoooooooooo oo
1 Gold/Chrome/Bronze The lamps cannot be changed in the luminaire

Beam angle | 400

,,,,,,,,,,,,,,,,,,,, e

CCT l 3000K / 4000K / 6500K A
Fixture material ' Die cast aluminium M BRIDGELUX @
,,,,,,,,,,,,,,,,,,,, !

Prate 1 1P20 PHILIPS EPISTAR

CRI 1 80 5}
PHILIDS

VS, T T m T S URV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, e
Input ! AC100-240V  50/60Hz N DONE ®
Option | Dimmable EAE\lR\SE l—ll Ud

I SURV-LED 81 3] C € RoHS @ £\



SU-CL-298-3 SU-CL-298-7 SU-CL-298-15 SU-CL-299-3 SU-CL-299-7 SU-CL-299-15

1HOIM ONITIE0

SU-CL-300-3 SU-CL-300-7 SU-CL-300-15 SU-CL-316-5 SU-CL-316-9 SU-CL-316-15

DIMENSIONS

I I
I I
: DxH : &> Cut-out

r SU-CL-298-3 : @90mm ; @70mm
i o SueLmer L owen o
Jouebesss Lo e Lo Pomme o
J_ SU-CL-299-3 ! @90mm ! @70mm g
L— D — suclessr T gioamm " @gomm £
_SUCLesets 1 gisnm i otoom g
T SU-CL-300-3 | @90mm | @70mm %
M  Suower i elogam i osmm
Cobese Lo e Lo Pomm
L SU-CL-316-5 | @95x30mm | @70mm
—— D — Tictsies U glosxdomm | C geomm
_SuoLsieds | oissasmm 1 oronm
ITEM SPECIFICATIONS
Description | kﬁ?ver i;‘(’)‘;'er | LEDs | Driver ' PF I LmW | ﬁ;”')_) | UGR
sucL2e83 (3W 133w 1COB | ACI00240V | 09 1120130 | >80 17
SU-CL-298-7 L 7W | 75W | COB | AC100-240Vv | 09 | 120/130 1 =80 17
‘su-cL-298-15 Tisw 1 isew  |cos UACT00240v | 09 11200180 | =80 17
‘su-cL-29093 3w 133w 1COB I ACI00240V 1 09 112001301 >80 117
SU-CL-299-7 L 7w ! 74W | COB ! AC100-240V | 09 ! 120/130 | >80 | 17
‘su-cL-200-15 ﬁév?fﬂ 1ew 1 cOB ! 7A7c?66-72216v7";*"079"7 ;71726717367;“;56 "T 7o
SUCL3008  13W  133W 1C0B | AGIOO240V | 09 |120/180} >80 117 |
SU-CL-300-7 L TW | 7.4W , COB | AC100-240V | 09 | 120/130 |, >80 |17
‘su-cL300-15 C18W 116w 1 COB | AC100240V | 09 1 120/130 | =80 ' 17
SU-CL-316-5 | 5W | 53W | SMD | AC100-240V | 09 1 120/130 1 >80 117
‘sucL3e9 Tow  leew lswD TACTo02a0v | 09 1120130 | ~s0 17
SUCLSleds  [16W [ 168W [ SVD | AGI00240V | 09 1 120/130 | =80 117

[C3] [P0 C€ RoHS @& A SURV-LED 82



CEILING LIGHT
PINO-F

1HOM ONITIF0

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX w

‘Environment Vindoor T m

Prate 1 1P20 PHILIPS EPISTAR

CRI 1 80 5}
PHILIDS

””””””””””””” SURV-LED

N % ®
eacrise  DONE LiFud

AC100-240V  50/60Hz

Dimmable

IS SURV-LED 83 3] C € RoHS @ £\



I I I
Description | DxH ‘@Cut-out‘ Hdy 1 Total 1y ppg

‘Power ‘ Power :

SU-CL-281-3 ‘ @45mm : @35mm ‘ 3W ‘ 3.2W ‘ COB ‘ AC100-240V 0.9 ‘ 120/130 >80 117
SU-CL-281-3
o
m
‘ ‘ LED | Total ‘ ‘ ‘ | CRI | =
Description | DxH '@ Cut-out‘ ot ‘ LEDs ' Driver P !'Lmw | ' UGR z
! ! ‘ Power ‘ Power : : : : (typ.) : [}
[
SU-CL-282-3 ‘ @50mm : @35mm ‘ 3w ‘ 3.2W ‘L CcOB ‘ AC100-240V : 0.9 ‘ 120130 ' >80 117 %
SU-CL-282-3 =
: LED | Total
ot I DxH \ 9 \ | |
Description | Dx &> Cut-out, Power | Power | -EDS
SU-CL-284-3 p48x32mrﬁ @35-40mm ‘ 3W ‘ 3.2W ‘ CcOoB ‘ AC100-240V : 0.9 ‘ 120/130 ‘ >80 L 17
SU-CL-284-3
Description | DxH | @D Cut-out, EED 1 Total 1) ppg ! Driver . . .
J ‘ Power ‘ Power : : : : :
SU-CL-285-3 762x33m @33-50mm ‘ 3W ‘ 3.2W ‘ CcoB ‘ AC100-240V : 0.9 : 120/130 L >80 17
SU-CL-285-3
=
(@]
O
a
4
7
=
: | ‘ | LED | Total | \ | S
Description | DxH | &> Cut-out: Power | Power | LEDs ! ! a
SU-CL-286-3 p45x32mrﬁ @32-40mm ‘ 3w ‘ 3.2W ‘ CcOB ‘ AC100-240V : 0.9 ‘ 120/130 L >80 117 %
SU-CL-286-3
[ : LED | Total : : :
TS D H \ » \ I \ I : I \
t Description X &> Cut out‘ Power | Power LEDs ! Driver PF : m/W typ.) UGR
: 117
D [ Lo
SU-CL-287-3
I I I I I I
Description | DxH ‘ @ Cutout! LED 1 Total ‘ LEDs ' Driver ' pr 'tmw !GR! iygR
‘ Power ‘ Power : : : : (typ.) :
SU-CL-288-| R3‘ @55mm : @45-50mm ‘ 3w ‘ 3.2W ‘L CcOB ‘ AC100-240V : 0.9 ‘ 120/130 ' >80 117
SU-CL-288-R3
: : LED | Total |
it I DxH ' L \ | |
Description X ] &> Cut out ey 0 G L LEDs
SU-CL-288-S3 SU-CL-ZBB-SC’ﬁOXGOmm : 45-55mm : 3w LSQW ‘ CcOB ‘ AC100-240V : 0.9 ‘ 120/130 ‘ >80 ‘L 17
: : LED | Total CRI
Description | DxH | &> Cut-out} Power } P(t))\:ler | LEDs ! Driver " PF "Lmw ! "UGR
_SU-DL-320-3W @54x25min @43mm W L3 C0s L AC100-240v _ | 09 | 120/130 | >80 )17
SU-DL-320-3W

[C3] [P0 C€ RoHS @& A SURV-LED 84



CEILING LIGHT

o
m
[
4
@
[
o)
ac
=
SU-CL-311-3 SU-CL-312-3 SU-CL-313-3
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhte This luminaire contains buil-in LED lamps.

Colour (s) e T oo oo oo
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve [ TTTTTTTTTTTTTTTTTTT T

T | 3000K/4000K/600K P

Fixture material 1 Die cast aluminium BRIDGELUX w

‘Environment Vindoor T m

WPrae pP20 PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, T

CRI 1 80 5}
PHILIDS

| SURV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, e
Input ! AC100-240V  50/60Hz N DONE o
Option | Dimmable EAE\lR\SE l—ll Ud

I SURV-LED 85 3] C € RoHS @ £\



CEILING LIGHT

&> Cut-out

I
x
(=]

SU-CL-313-3

SU-CL-312-3

DIMENSIONS

SU-CL-311-3

ITEM SPECIFICATIONS

NOO A3 T-AdNS MMM

| | | | | |

| | | | | |

| | | | | |

o 1 1 1 1 | |
(0] N~ ! | | |
=) R | | |
I P I
I ] I 1 I i

| | | | | |

— | | | | | |
—_a | | | | | |
RW %,%,%, 1 1 |
S \ ' A AL | | |
| | | | | |

— - — L B )
| | | | | |

SIK K | | |

= 222 | | |
= S e | | |
QQIQ121 | | |

E  RSEESEE O R
| | l | | |

= = ~ |l Sl i Bt Mt el |
| | | | | |

| | | | | |

| | | | | |

W W,w,m, | | |
| | | | | |

| | | | | |

— - — L B )
| | | | | |

| | | | | |

| | | | | |
W,W,W, | | |
IS IS | | |
NN 1 1 1

i oIlolol | | |
[ O 1010 | | |
= m,m,m, | | |
m g | | |
| | | | | |

— 4
| | | | | I

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

m m'm'm! | | |
| | | | | |

E m,w,w, | | |
| | | | | |

B~ — - — - ————+——l-—+
| | | | | |

> | | | | | |
| | | | | |

mm S 1= 120 | | |
S ° BEARERE | | |
F o R
=~ ~ |l il et Bt et i
| | | | | |

= | | | | | |
Dm | | | | | |
| | | | | |

w O EYEIEEY | | |
- 0. RONROCENGHN 1 | |
1 L | I I ]

] ] | ] | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

| | | | | |

c RIRIR | | |
o - N Oy | | |
- m,m,m, | | |
o L | | |
= P A& I | |
W Q.00 | | |
o === | | |
a n'o'n' | | |
| | | | | |

PHOTOMETRICS

LIGHT DISTRIBUTION CURVE

cd/km

40°

24°

SURV-LED 86 I
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€0/C180:
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CEILING LIGHT

o
m
[
4
@
[
o)
=
SU-CL-335-5 SU-CL-283-3 SU-CL-351-3 SU-CL-312-3
SU-CL-313-3 SU-CL-336-3 SU-CL-322
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhte This luminaire contains buil-in LED lamps.

Colour (s) e T oo oo oo
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Vg [ TTTTTTTTTTTTTTTTTTTT O T

T | 3000K/4000K/600K P

Fixture material 1 Die cast aluminium BRIDGELUX w

‘Environment Vindoor T M

WPrae pP20 PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, T

CRI 1 80 5}
PHILIDS

””””””””””””” SURV-LED

N % ®
eacrise  DONE LiFud

AC100-240V  50/60Hz

Dimmable

I SURV-LED 87 3] C € RoHS @ £\



1HOIM ONITIE0

DIMENSIONS
1 1
I I
: DxH : @& Cut-out
SU-CL-335-5 l 50x38x35mm i @35mm
SU-CL-283-3 1 35*48*30mm | @30mm
,,,,,,,,,,,,,,,, M [
SU-CL-351-3 l 31%22%23mm l @23mm
,,,,,,,,,,,,,,,, M [
SU-CL-312-3 | 55*39*36mm | @35mm
,,,,,,,,,,,,,,,, M [
SU-CL-313-3 | 50*52*35mm | @40mm
,,,,,,,,,,,,,,,, M [
SU-CL-336-3 | 40*44*32mm | @32mm
,,,,,,,,,,,,,,,, M [
SU-CL-322 l 40*45*30mm i @32mm
ITEM SPECIFICATIONS
3
o | LED ! Total ! . ‘ ‘ I CRI ! 3
Description ) e ) e LEDs : Driver ! PF : Lm/W : (typ.) ;UGR E
T ] T T T 1 1 1 —
SU-CL-335-5 ' 3w ' 34W | COB | AC100-240V | 09 | 120/130 | >80 ! 17 z
SU-CL-283-3 | 3W | 34W | COB | AC100-240V | 09 1 120/130 | >80 1 17 3
777777777777777777777777777 v T
SU-CL-351-3 3w 34w ! COB ' AC100-240V ! 09 ' 120/130 ' =80 ' 17 %
SU-CL-312-3 1 aw j 34W | COB | ACI00240V | 09 | 120/130 | >80 |17
SU-CL-313-3 L 3W/sW ! 3.4W/5.3W COB ! AC100-240v | 09 | 120/130 | >80 |17
777777777777777777777777777 e e At e S it Dt e
SU-CL-336-3 ' 3W/SW ! 3.4W/5.3W COB ' AC100-240V ' 09 1207130 ' >80 ! 17
SU-CL-322 i 3W Jl 34W 1 COB | AC100-240V L 09 1 120/130 L >80 i 17

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

€0/C180: €90/C270: €0/C180: €90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 88



CABINET LIGHT

Without driver

1HOM ONITIF0

SU-CL-340-S SU-CL-340-M SU-CL-341 SU-CL-342
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhte This luminaire contains buil-in LED lamps.

Colour (s) e T oo oo oo
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Vg [ TTTTTTTTTTTTTTTTTTTT O T

T | 3000K/4000K/600K P

Fixture material 1 Die cast aluminium BRIDGELUX W

‘Environment Vindoor T M

WPrae pP20 PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, T

CRI ' 80 5}
Warranty | 3 years PHILIPS

| SURV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, e
Input ! AC100-240V  50/60Hz N DONE
Option | Dimmable EAE\lR\SE Lll Ud

I SURV-LED 89 3] C € RoHS @ £\



(@]
ul
[
4
DIMENSIONS g
o)
ac
=
SU-CL-340-S i @50x22mm
SU-CL-340-M @60x22mm
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
SU-CL-341 @60x23mm
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
SU-CL-342 @56x12mm
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
ITEM SPECIFICATIONS
=
I I I I I o
o : O
Description : : : : Driver : 5
[}
T 1 T T T 1 1 1 —
SU-CL-340-S 12w 1 24W ! COB ! AC100-240V ' 09 ! 120/130 ! >80 ! 17 =
SU-CL-340-M oW 2.4W CcoB AC100-240V | 0.9 120/130 1 >80 17 3
777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777
SU-CL-341 3w 3.5W COB AC100-240V . 09 120/130 >80 17 %
SU-CL-342 3w 35W 1 COB ' AC100240V | 09 ! 120/130 | >80 17
e e e e I T
777777777777777777777777777777777747777777+7777777777r77777777777L ffffffffffffffffffffffffffffff
I
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,% ,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, L,,,,,,,,,,L,,,,,,,,,,,L,,,,,,J,,,,,,,L,,,,,,,,,,,,,,,

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

C0/C180: €90/C270:

€0/C180: €90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 90



STAIR LAMP

1HOM ONITIF0

SU-OP-2132C-3 SU-H6019-3W-S / SU-H6020-3W-R

o o

SU-OP-2132-3W SU-OP-2161-3
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhte This luminaire contains buil-in LED lamps.

Colour (s) e T oo oo oo
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Vg [ TTTTTTTTTTTTTTTTTTTT O T

T | 3000K/4000K/600K P

Fixture material 1 Die cast aluminium BRIDGELUX w

‘Environment Vindoor T M

WPrae pP20 PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, T

CRI 1 80 5}
PHILIDS

””””””””””””” SURV-LED

N % ®
eacrise  DONE LiFud

AC100-240V  50/60Hz

Dimmable

I SURV-LED 91 3] C € RoHS @ £\



DIMENSIONS
1 1
I I
: DxH : @& Cut-out
SU-OP-2132C-3 l 115x85x50mm i 105x75mm
SU-OP-2132-3W | 85x85x50mm l 75x75mm
,,,,,,,,,,,,,,,, M [
SU-H6020-3W-R l @80x75mm l @75mm
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, | e e e e e e e e -
SU-H6019-3W-S | 80x80x75mm | 75X75mm
,,,,,,,,,,,,,,,, M [
SU-OP-2161-3 | 170x70mm | 160x65mMm
,,,,,,,,,,,,,,,, M [
ITEM SPECIFICATIONS
o | LED ! Total ! . ‘ ‘ I CRI !
Description ) e ) e LEDs ! Driver ! PF ;Lm/W : (typ.) ;UGR
SU-OP-2132C-3 '3W ! 34W ! COB | AC100-240V | 09 ! 120/130 | >80 ! 17
SU-OP-2132-3W | 3w | 34W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17
777777777777777777777777777 v T
SU-H6020-3W-R 3w 34w ! COB ' AC100-240V ! 09 ' 120/130 ' =80 ' 17
SU-H6020-3W-S 3w 134w | COB ' AC100240V | 09 !120/130 | >80 117
SU-OP-2161-3 3w 34w | COB ! AC100-240v | 09 | 120/130 | >80 |17
777777777777777777777777777 e e At e S it Dt e
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, o e e e e e ..
I [} T T T 1 T I
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, L S A Y )

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

C0/C180: €90/C270:

[2] [P C€ RoHS @ A\ (§)

€0/C180:

€90/C270:

SURV-LED 92 I
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CEILING LIGHT

1HOM ONITIF0

PRODUCT BENEFITS AREAS OF APPLICATION
§ - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhie This luminaire contains buitin LED lamps.

Colour(s) :””””””””””””’ T e e
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Ve TTTTTTTTTTTTTTITTTT O TTTTTIIIITTIImmmm e

CCT 1 000K/4000K/6500K P

Fixture material ' Die cast aluminium BRIDGELUX w

‘Environment Vindoor T m

Prate 1 1P20 PHILIPS EPISTAR

CRI 1 80 5}
PHILIDS

””””””””””””” SURV-LED

N % ®
eacrise  DONE LiFud

AC100-240V  50/60Hz

Dimmable

IS SURV-LED 93 3] C € RoHS @ £\



COLOR

DIMENSIONS

(9]
ju
=
z
[0}
C
[0}
ac
=i

&> Cut-out

SU-CL-315-10 1 285x78mm | @75mm

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

ITEM SPECIFICATIONS

; Total

Description 1 Power :

SU-CL-315-10 | 10W | 108W | COB | AC100-240V 1 09 1 120/130 1 >80 1 17

————————————————————————————————————————————————————————————————————————————————————————————————

’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’’

WWW.SURV-LED.COM

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,
777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777777

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

€0/C180: €90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 94



CEILING LIGHT

o
ul
[
4
@
[
o)
ac
=
SU-DL-173 SU-CL-294 SU-CL-293
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - High luminous efficacy - General illumination
a - Direct replacement for compact fluorescent - Public areas
E lamp downlights - Stairways
% - Energy savings up to 80 % - Corridors
@ (compared to luminaires that use CFL lamps) - Foyers
% - Very homogenous light - Shops

- Functional design

- Easy installation with fast connection

- External driver for extended flexibility
(compatible with selected DALI drivers)

SPECIFICATIONS

”””””””””” TWhte This luminaire contains buil-in LED lamps.

Colour (s) e T oo oo oo
1 Black The lamps cannot be changed in the luminaire

‘Beamangle IR

T | 3000K/4000K/600K P

Fixture material 1 Die cast aluminium BRIDGELUX w

‘Environment Vindoor T m

WPrae pP20 PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, T

CRI 1 80 5}
PHILIDS

VS, T T m T S URV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, e
Input ! AC100-240V  50/60Hz N DONE ®
Option | Dimmable EAE\lR\SE l—ll Ud

IS SURV-LED 95 3] C € RoHS @ £\



SU-CL-293-12

SU-DL-173-20 SU-DL-173-30 SU-CL-294-12
(@)
jul
C
=z
DIMENSIONS g
o}
I
=
. ] 1
I I
T : DxH : @& Cut-out
SU-DL-173-20 " @97x100mm |
H SU-DL-173-30 i @110x115mm |
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, L
< SU-CL-294-12 ! @62x160mm ;
D SU-CL-293-12 i @73x118mm | @65mm
w _|
=
(@]
O
[m)
w
—
>
o
3
ITEM SPECIFICATIONS %
. | LED ! Total ! . ‘ ‘ I CRI !
Description ) e ) R LEDs : Driver ! PF ;Lm/W : (typ.) :UGR
SU-DL-173-20 | 20W | 216W | COB | AC100-240V | 09 1 120/130 1 >80 117
——————————————————————————— I B T St T e B . T
SU-DL-173-30 30w ! 323W ! COB ' AC100-240V ! 09 1207130 | >80 ! 17
777777777777777777777777777 L O e e
Su-CL-294-12 L]?VY,,,J,[?’,%VY,,L,COB | AC100-240V ! 09  1120/130 | >80 ' 17
SU-CL-293-12 12w | 132W | COB | AC100-240V | 09 1 120/130 1 >80 117
777777777777777777777777777 [ T el i i T e
,,,,,,,,,,,,,,,,,,,,,,,,,,,
I [} [} I [} [} T I
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, ) ) D [ Y F

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

24° 40°

cd/km cd/km

C0/C180: €90/C270:

Co/C180: €90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 96



PANEL LIGHT

Panel light fixtures are ideal for providing general, overall illumination.
These fixtures are perfect for use in bath areas and kitchen spaces.
These fixtures are easy to install and provide a fresh decortive touch for home diy renovation projects.

11 P20 m )54

1HDIT 73NV

WWW.SURV-LED.COM

IS SURV-LED 97 [C][=d C € RoHS @& A (3)
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PANEL LIGHT
OLA

1HDIT 73NV

PRODUCT BENEFITS AREAS OF APPLICATION
§ - Direct replacement for traditional troffer luminaires - Offices
a - Long 50,000 hour lifetime - Conference rooms
E - Uniform light output - Reception areas
% - Advanced flexibility due to external driver -oyers
@ - Elegant, slim aluminum frame in white (RAL 9003) - Corridors
% - High power factor >0.9 - Elevators

- Flicker-free lighting

SPECIFICATIONS

”””””””””” TWhte This luminaire contains buil-in LED lamps.

Colour (s) e T oo oo oo
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Tige [ TTTTTTTTTTTTTITTTT T

T | 3000K/4000K/600K P

Fixture material 1 Die cast aluminium BRIDGELUX W

‘Environment Vindoor T M

WPrae pP20 PHILIPS EPISTAR

Operating temperature (Ta) ; -20°C ~ +50°C .

,,,,,,,,,,,,,,,,,,,, T

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707p?t|707n ””””””””” i Dimmable EAE\lR\SE DONE Llﬁjd

I SURV-LED 99 3] C € RoHS @ £\



SU-PL-501-5/7 SU-PL-501-12/15 SU-PL-501-18/24

DIMENSIONS

1HOIT TINVd

ITEM SPECIFICATIONS

3
SU-PL-501-5 i 5W j 5.3W LSMD LAcwoo-zz:ov L 0.9 j 120/130 L >80 i 17 g
SU-PL-501-7 LW '78W ! SMD ' AC100-240V ! 09 ' 1207130 ' >80 ' 17 3
‘su-PLSO1-12 C12w 1128w 1 SMD | AC100240V | 09 1120130 | >80 117 %
SU-PL-501-15 | 15W | 162W | SMD | AC100-240V | 09 | 120/130 |, >80 |17
‘su-PL-s01-18 Clew L 1eaw  lswD UACI00240V | 00 1120130 | 80 17
SUPLSO124  lo4W  1262W [SVD | AGI00240V | 09 1120130 | =80 117

PHOTOMETRICS

LIGHT DISTRIBUTION CURVE
110°

cd/kim
C0/C180:

€90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 100 I



PANEL LIGHT

2
zZ
m
[
o)
ac
=
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - Direct replacement for traditional troffer luminaires - Offices
a - Long 50,000 hour lifetime - Conference rooms
E - Uniform light output - Reception areas
% - Advanced flexibility due to external driver -oyers
@ - Elegant, slim aluminum frame in white (RAL 9003) - Corridors
% - High power factor >0.9 - Elevators

- Flicker-free lighting

SPECIFICATIONS

77777777777777777777 Twhte This luminaire contains built-in LED lamps.
Colour (5 T SR
‘Beamangle Vigee TTTTTTTTTTIIIIITTT TTTTTIIITITIII e
OCT . lSO0OK/AO00K/6%0OK )

Fixture material | Die cast aluminium BRIDGELUX w
‘Environment Vindoor T M

Prate PO PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707p?t|707n ””””””””” i Dimmable EAE\lR\SE DONE Llﬁjd

I SURV-LED 101 3] C € RoHS @ £\



DIMENSIONS

SU-PL-502-R3 l @90mm l @75mm
SUPLSO2R4 T gmm T T Gesmm
© SUPLS0O2RE ' ol2omm T gosmm
_SUPLsRRY i gMsnm i @wsnm
SU-PL-502-R12 l @170mm l @155mm g
T " SU-PLS0O2RI5 T gtesmm T T Gsonm 5
H _SUPLsceRis L ezstm L o2smm !
SU-PL-502-R24 | @300mm | @285mm
L B B R L
. CsupLsess | vodionm 1 ebesm
SU-PL-502-S6 | 120x120mm ! 105x105mm =
CSUPLS2SY i dascdsmm 1 isdzsmm 3
SU-PL-502-S12 l 145x170mm l 155x155mm 4
©SU-PLs02S15 T qosxaosmm T leoxsomm g
©SU-PLs02S18 | 225025mm " 205@05mm 2
_SUPLSGRS24 | 00@omm i 265086mm :
ITEM SPECIFICATIONS
Description i Il;’i\?ver i I’(c))‘;ler i LEDs i Driver i PF i Lm/W : ﬁ;{;) ;UGR
SU-PL-502-R3 | 3W | 3.3W | SMD | AC100-240V | 09 1 120/130 |, >80 17
'SU-PL502-R4 AW 14sW  ISMD I ACI00240v | 09 11201130 | =80 117
SU-PL-502-R6 | BW | 63W 1 SMD | AC100-240V | 09 11207130 1 >80 117
'SU-PL-502.R9 Tow Veaw  rewo T U aCiooza0v | 09 11200130 | =80 ti7
'Su-PL502R12 C12w 113w T SMD | ACI00240V | 09 1120130 | >80 117
SU-PL-502-R15 | 15W | 161W | SMD | AC100-240Vv | 09 | 120/130 | >80 17
‘su-PL-502-R18 Tlew L 1eaw L swD UACioo240v | 09 1120130 | =80 17
'SU-PL-502-R24 | 24W 1 262W | SMD 1| AC100-240vV | 09 1 120/130 | >80 117
SU-PL0ZS3 .. 3N 133W I SMD_ ... | ACI00230/ i 09 1 i20/i30. 1 28017 ...
SU-PL-502-S4 | 4w ' 45W | SMD | AC100-240V | 09 | 120/130 | >80 ! 17
SU-PL-502-S6 | BW | 63W 1 SMD | AC100-240V | 09 1 120/130 1 >80 117
‘su-PL-s02s9 Tow  1esw  lswp U aCiooza0v | 09 11200130 | =80 ti7
‘su-pLs02-s12 C12w 113w T SMD | ACI00240V | 09 1120130 | >80 17
SU-PL-502-S15 | 15W | 161W | SMD | AC100-240Vv | 09 | 120/130 ; >80 17
‘su-pLs02-s18 Tlew 1 1esw  swD UACio0240v | 09 1120130 | =80 17
SUPLSO2S24 [24W  1262W 1 SMD | ACIO0240V | 09 1120130 | =80 17 |

[C3] [P0 C€ RoHS @& A SURV-LED 102



PANEL LIGHT

2
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m
[
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ac
=
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - Direct replacement for traditional troffer luminaires - Offices
a - Long 50,000 hour lifetime - Conference rooms
E - Uniform light output - Reception areas
% - Advanced flexibility due to external driver -oyers
@ - Elegant, slim aluminum frame in white (RAL 9003) - Corridors
% - High power factor >0.9 - Elevators

- Flicker-free lighting

SPECIFICATIONS

77777777777777777777 Twhte This luminaire contains built-in LED lamps.
Colour (5 T SR
‘Beamangle Vigee TTTTTTTTTTIIIIITTT TTTTTIIITITIII e
OCT . lSO0OK/AO00K/6%0OK )

Fixture material | Die cast aluminium BRIDGELUX w
‘Environment Vindoor T M

Prate PO PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707p?t|707n ””””””””” i Dimmable EAE\lR\SE DONE Llﬁjd

IS SURV-LED 103 3] C € RoHS @ £\



DIMENSIONS

T T SU-PL-503-R6 | @120mm
,,,,,,,,,,,,,,,, Lo gemm

H H _SUPLSSSe o teoqomm
SU-PL-503-R12 ! @170mm
| | T S
5 —1 b p — _Suessmis i eeem
SU-PL-503-S18 ! 225x225mm
" SU-PLS03R24 v ggoomm
T
SU-PL-503-R36 l @400mm z
SUPL503-S36 U aooacomm T m
SUPL503R48 v geoomm 5
_SUPLSO3Se | e0Gomm -
ITEM SPECIFICATIONS
3
Description i Il;’i\?ver i I’(:;Ier i LEDs i Driver i PF i Lm/W i ﬁ;‘;) EUGR Lé
SU-PL-503-R6 i BW j 6.5W LSMD LAcwoo-zz:ov L 0.9 j 120/130 L >80 i 17 g
SU-PL-503-R12 oW 131w ! SMD ' AC100-240Vv ! 09 ! 1207130 | =80 |17 3
'SU-PL-503-R18 18w 1 195W 1 SMD | AC100240V | 09 1120130 | >80 117 %
SU-PL-503-R24 | 24w | 256W | SMD | AC100-240Vv | 09 | 120/130 | >80 | 17
'SU-PL503-R36 Tsew 1 ssiw | smD UACI00240v | 09 1120130 | =80 a7
SUPLSO3RAS [ 48W 1 502W I SMD | AGI00240V | 09 120180 } -80 117 |

PHOTOMETRICS

LIGHT DISTRIBUTION CURVE
110°

cd/kim
C0/C180:

€90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 104 I



PANEL LIGHT

2
zZ
m
[
o)
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=
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - Direct replacement for traditional troffer luminaires - Offices
a - Long 50,000 hour lifetime - Conference rooms
E - Uniform light output - Reception areas
% - Advanced flexibility due to external driver -oyers
@ - Elegant, slim aluminum frame in white (RAL 9003) - Corridors
% - High power factor >0.9 - Elevators

- Flicker-free lighting

SPECIFICATIONS

77777777777777777777 Twhte This luminaire contains built-in LED lamps.
Colour (5 T SR
‘Beamangle Vigee TTTTTTTTTTIIIIITTT TTTTTIIITITIII e
OCT . lSO0OK/AO00K/6%0OK )

Fixture material | Die cast aluminium BRIDGELUX w
‘Environment Vindoor T M

Prate PO PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707p?t|707n ””””””””” i Dimmable EAE\lR\SE DONE Llﬁjd

IS SURV-LED 105 3] C € RoHS @ £\



DIMENSIONS

SU-PL-504-R06 l @100mm l @75mm
" SU-PL504-S06 T ooxoomm T Teasmm
 SUPLS04RI2 T gleomm T oreomm
_SUPLSO4SI2 i 160cteomm i 1e0d2omm
SU-PL-504-R15 l @200mm l @160mm a
© SU-PL504SIS T ookoomm T Jeoxeomm 5
© SU-PLSO4R24 U goaomm C eetonm =
© SU-PL504-S24 I oaoedomm | . zioetonm
ITEM SPECIFICATIONS
3
Description i Il;’i\?ver i I’(:;Ier i LEDs i Driver i PF i Lm/W i ﬁ;‘;) EUGR Lé
SU-PL-504-R6 | BW I 6.5W | SMD | AC100-240V | 09 1 120/130 |, >80 17 g
'SU-PL-504-R12 C1o2w 113w L SMD ACI00240V | 09 11201130 | =80 117 ?
SU-PL-504-R15 L 15W 1 159W 1 SMD | AC100-240V | 09 11207130 1 >80 117 %
'SU-PL-504-R24 Coaw asew Lewo UACioo2a0v | 09 11200130 | =80 ti7
SUPLSO4SS [6W 1 6SW I SMD | ACI00240V | 09 1 120/180 | 80 |17 |
SU-PL-504-S12 12w | 131W | SMD | AC100-240Vv | 09 | 120/130 1 =80 17
'SuU-PL-504-815 TiswW L isow L swD UActoo240v | 09 11200180 | =80 17
SUPLSOSS24  [20W 1 256W [ SMD [ ACI00240V | 09 120180 | -80 |17 |

PHOTOMETRICS

LIGHT DISTRIBUTION CURVE
110°

cd/kim
C0/C180:

€90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 106 M



PANEL LIGHT

2
zZ
m
[
o)
ac
=
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - Direct replacement for traditional troffer luminaires - Offices
a - Long 50,000 hour lifetime - Conference rooms
5, - Uniform light output - Reception areas
> o .
% - Advanced flexibility due to external driver -oyers
@ - Elegant, slim aluminum frame in white (RAL 9003) - Corridors
% - High power factor >0.9 - Elevators
- Flicker-free lighting
SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o
| White This luminaire contains built-in LED lamps.
Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire
,,,,,,,,,,,,,,,,,,,, e L e e T
Beam angle ;1200
,,,,,,,,,,,,,,,,,,,, e
CCT | 3000K / 4000K / 6500K A
Fixture material | Die cast aluminium BRIDGELUX w
77777777777777777777 i
Environment \ Indoor
B ————————————————
WPrae P20 PHILIPS EPISTAR
Operating temperature (Ta) ; -20°C ~ +50°C .
,,,,,,,,,,,,,,,,,,,, T
CRI ! 80 5}
PHILIPS
”””””””””” ST SURV-LED
Safety Class il
,,,,,,,,,,,,,,,,,,,, .
Input ! AC100-240V  50/60Hz ~ N\ DONE l'_ ®
Option | Dimmable EAE&R‘SE LI U d

I SURV-LED 107 3] C € RoHS @ £\



DIMENSIONS

SU-PL-508-R06 | @105mm l
,,,,,,,,,,,,,,,, Lo eemm
T T SU-PL-508-S06 ! 105x105mm ;
1 N\ B B ity = - TTTT oo oo
H Z HY P sUrLsoeroo | @145mm !
L L SU-PL-508-509 I 145d145mm | 3
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, z
— — — — SU-PL-508-R16 | @190mm | g
7777777777777777 B e B e R [
SU-PL-508-S16 | 190x190mm ! @
———————————————— B it L =
SU-PL-508-R24 ! @240mm !
SU-PL-508-524 l 240x240mm i
ITEM SPECIFICATIONS
3
o | LED ! Total ! . ‘ ‘ I CRI ! 3
Description ) e ) e LEDs : Driver ! PF : Lm/W : (typ.) ;UGR E
—
SU-PL-508-R06 I BW | 65W 1 SMD | AC100-240V | 09 1 120/130 1 >80 117 z
——————————————————————————— e T e T s L T S
SU-PL-508-R09 ' oW '97W ! SMD ' AC100-240V ! 09 ' 1207130 | =80 ! 17 3
SU-PL-508-R16 16W 1 174W 1 SMD [ AC100-240V | 09 1120/130 | >80 ! 17 %
SU-PL-508-R24 | 24w | 256W | SMD | AC100-240v | 09 | 1207130 | >80 ;17
””””””””””””””” it it St A
,,,,,,,,,,,,,,,,,,,,,,,,,,, o N ) o\ ______.
I [} [} ] [} [} T I
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, Y ) ! D [P Y F

PHOTOMETRICS

LIGHT DISTRIBUTION CURVE
110°

cd/kim
C0/C180:

€90/C270:
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PANEL LIGHT

2
zZ
m
[
o)
ac
=
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - Direct replacement for traditional troffer luminaires - Offices
a - Long 50,000 hour lifetime - Conference rooms
E - Uniform light output - Reception areas
% - Advanced flexibility due to external driver -oyers
@ - Elegant, slim aluminum frame in white (RAL 9003) - Corridors
% - High power factor >0.9 - Elevators

- Flicker-free lighting

SPECIFICATIONS

77777777777777777777 Twhte This luminaire contains built-in LED lamps.
Colour (5 T SR
‘Beamangle Vigee TTTTTTTTTTIIIIITTT TTTTTIIITITIII e
OCT . lSO0OK/AO00K/6%0OK )

Fixture material | Die cast aluminium BRIDGELUX w
‘Environment Vindoor T M

Prate PO PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707p?t|707n ””””””””” i Dimmable EAE\lR\SE DONE Llﬁjd

A B C D E F
I SURV-LED 109 [2][r3 C€ RoHS & A



DIMENSIONS

: :
T SU-PL-509-18 l 300x300mm i
D _SUPLSIO3 | e0Gomm i
SU-PL-509-48 ! 600x600mm !
_SUPLSI9) | e0Gomm i
_SUPLSO972 i eomoomm i
L b | 2
s
ITEM SPECIFICATIONS
3
Description i Il;’i\?ver i I’(:;Ier i LEDs i Driver i PF i Lm/W i ﬁ;‘;) EUGR Lé
SU-PL-509-18 i 18W j 19.3W LSMD LAcwoo-zz:ov L 0.9 j 120/130 L >80 i 17 g
SU-PL-509-36 '36W ! 37.5W ! SMD ' AC100-240V ! 09 ' 1207130 | =80 ! 17 3
'SU-PL-509-48 48 1 50W 1 SMD | AC100240V | 09 1120130 | >80 117 %
SU-PL-509-60 | 60W | 63W | SMD | AC100-240Vv | 09 | 120/130 | >80 | 17
‘su-pLs0972 C7ow 1 7aew lswD UACI00240v | 09 1120130 | =80 a7
777777777777777777777777777 r--TTTTTaTTTTTTTTYTTTTTTTTTTrITTTTTTTTTTTTTTTTTTATTTTTTTTTTTTTTT T TTTTTT
,,,,,,,,,,,,,,,,,,,,,,,,,,, S S S SO S Sy T SO

PHOTOMETRICS

LIGHT DISTRIBUTION CURVE
110°

cd/kim
C0/C180:

€90/C270:
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PANEL LIGHT

2
zZ
m
[
o)
ac
=
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - Direct replacement for traditional troffer luminaires - Offices
a - Long 50,000 hour lifetime - Conference rooms
E - Uniform light output - Reception areas
% - Advanced flexibility due to external driver -oyers
@ - Elegant, slim aluminum frame in white (RAL 9003) - Corridors
% - High power factor >0.9 - Elevators

- Flicker-free lighting

SPECIFICATIONS

77777777777777777777 Twhte This luminaire contains built-in LED lamps.
Colour (5 e T SR
‘Beamangle Vigee TTTTTTTTTTIIIIITTT TTTTTIIITITIII e
OCT . lSO0OK/AO00K/6%0OK )

Fixture material | Die cast aluminium BRIDGELUX w
‘Environment Vindoor T M

Prate PO PHILIPS EPISTAR

CRI ' 80 5}
Warranty | 3 years PHILIPS

SURV-LED

Input ' AC100-240V  50/60Hz

~ sk ®
707p?t|707n ””””””””” i Dimmable EAE\lR\SE DONE Llﬁjd

A B C D E F
I SURV-LED 111 [C][=d C € RoHS @& A (3)



DIMENSIONS

1 1
I I
T : DxH : @& Cut-out
SU-PL-511-40 ! 300x1200mm !
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, ...
H SU-PL-511-48 ! 300x1200mm !
L SU-PL-511-72 | 600x1200mm i

1HOIT TINVd

ITEM SPECIFICATIONS
3
o | LED ! Total ! . ‘ ‘ I CRI ! 3
Description ) e ) e LEDs : Driver ! PF : Lm/W : (typ.) ;UGR E
—
SU-PL-511-40 | 40W | 42.3W 1 SMD | AC100-240V | 09 1 120/130 1 >80 117 z
——————————————————————————— e Bk e S T B . T
SU-PL-511-48 ' 48W ! 506W | SMD ' AC100-240V ! 09 ' 1207130 | =80 ! 17 3
SU-PL-511-72 i 72W 1 756W ;TSMD | AC100-240V 1 09 1 120/130 ;r >80 i 17 %
l | | | | | l l
777777777777777777777777777 [ T el i i T el i
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, o N ) o\ ______.
I [} [} ] [} [} T I
I I I I I I I I
,,,,,,,,,,,,,,,,,,,,,,,,,,, Y ) ! D [P Y F

PHOTOMETRICS

LIGHT DISTRIBUTION CURVE
110°

cd/kim
C0/C180:

€90/C270:

[3] IPd C€ RoHS @& A (§) SURV-LED 112



TUBE

TBUE can completely replace the traditional lamp,
it has high lumens, high index, energy saving, easy replacement.

11 P20 m )54

3anl
WWW.SURV-LED.COM

I SURV-LED 113 [C][=d C € RoHS @& A (3)
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TUBE

T5-P
PRODUCT BENEFITS AREAS OF APPLICATION
=
8 - Available in many lengths - Under cabinet lighting
o - DIY installation: Comes with power lead - Mall
E and plug flexible joiner and mounting clips - Offices
é % - Long 50,000 hour lifetime - Corridors
m @ - Uniform light output - Elevators
% - High power factor >0.9

SPECIFICATIONS

77777777777777777777 " White This luminaire contains builtin LED lamps.

Colour (s) e oo
1 Black The lamps cannot be changed in the luminaire

‘Beamangle Voo T T

T .. ] SO0OK/4000K/GS0OK P

Fixture material 1 Die cast aluminium BRIDGELUX W

‘Environment Vindoor T M

Prate 1 IP20 PHILIPS EPISTAR

CRI : 80 g}
Warranty | 3 years ‘ME IAN IEVE lLL PHILIPS

””””””””””””” Suvrv-LED

AC100-240V  50/60Hz

‘ ~ 2 ®
" Dimmable easterise DONE  LiFud

I SURV-LED 115 [C][=d C € RoHS @& A (3)



DIMENSIONS

i 1 SU-T5-1004-4 | 300mm
. ‘ L ‘ SU-T5-1004-10 | 600mm
QF e e e
_— SU-T5-1004-14 | 900mm
,,,,,,,,,,,,,,,, Y.
1 SU-T5-1004-18 ' 1200mm
[ L -
SU-T5-1004-24 i 1500mm
ITEM SPECIFICATIONS
=
- - I I I I I I 8
Description : : ! ! ! ! =
Y
SU-T5-1004-4 L AW | 43W | SMD | AC100-240V 1 09 1 120/130 1 >80 1 17 =
——————————————————————————— e e e e e e e e e R T
SU-T5-1004-10 LowW ! 106W ! SMD ' AC100-240V ! 09 ' 1207130 ' >80 ' 17 %
SU-T5-1004-14 i 14W J 149W 1 SMD | AC100-240V ;T 0.9 j; 120/130 ;T >80 i 17 %
SU-T5-1004-18 | 18W | 191W | SMD | AC100-240Vv | 09 | 1207130 | >80 ;17
777777777777777777777777777 [ e el i i T ] e i
SU-T5-1004-24 L24W ! 249W ! SMD ! AC100-240V ' 09 ! 120/130 ! =80 ! 17
l | l | l l l l
,,,,,,,,,,,,,,,,,,,,,,,,,,, A [ ) R

PHOTOMETRICS

LIGHT DISTRIBUTION CURVE
110°

cd/kim
C0/C180:

€90/C270:
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TUBE

SU-T8-1001 SU-T8-1002

PRODUCT BENEFITS AREAS OF APPLICATION

=

8 - Available in many lengths - Under cabinet lighting

a - DIY installation: Comes with power lead - Mall

E and plug flexible joiner and mounting clips - Offices

g‘ % - Long 50,000 hour lifetime - Corridors
m @ - Uniform light output - Elevators

% - High power factor >0.9
SPECIFICATIONS
,,,,,,,,,,,,,,,,,,,, e o

| White This luminaire contains built-in LED lamps.
Colour (s) T TTT T T T oo oo osomomommes T oo oo oo
1 Black The lamps cannot be changed in the luminaire

,,,,,,,,,,,,,,,,,,,, e L e e T
Beam angle ;1200
,,,,,,,,,,,,,,,,,,,, e
CCT | 3000K / 4000K / 6500K A
Fixture material | Die cast aluminium BRIDGELUX W
77777777777777777777 i
Environment \ Indoor
B ————————————————
WPrae 11P20 PHILIPS EPISTAR

S o
Warranty | 3 years PHILIPS

””””””””””””” Suvrv-LED

AC100-240V  50/60Hz

‘ ~ 2 ®
" Dimmable easterise DONE  LiFud

I SURV-LED 117 [C][=d C € RoHS @& A (3)



DIMENSIONS

0"

‘ T 1 LxH
1
3 1 SU-T8-1001-10 l 600mm
& | SU-T8-1001-14 | 900mm
L SU-T8-1001-18 ! 1200mm
] I SU-T8-1001-24 1 1500mm
‘ L ! SU-T8-1002-10 | 600mm
] L I SU-T8-1002-14 ! 900mm
1] 5 SU-T8-1002-18 ! 1200mm
L SU-T8-1002-24 1 1500mm
ITEM SPECIFICATIONS
Description ;(::;Lr : Driver
SU-T8-1001-10 10w | 106W | SMD | AC100-240V | 09
‘su-Ts-1001-14 14w 149w I SMD | ACI100240V | 09
SU-T8-1001-18 L 18W 1 194AW 1 SMD | AC100-240V | 09
‘su-Ts-100124 Toaw T aaew Lewo ACio0240v | 09
SUTBA00210 [ 1OW I 106W I SMD | ACI00240V | 09 1 120/130 | B0 |17 |
SU-T8-1002-14 L 14W 1 149W 1 SMD | AC100-240V | 09
‘su-T-1002-18 Tlew 1 ieaw  swo Uactoo2av | 09
SUTe00224  [20W 1 249W [ SMD [ ACIOO240V | 09 ]} 120/10 Le0 117

PHOTOMETRICS

LIGHT DISTRIBUTION CURVE
110°

cd/kim
C0/C180:

€90/C270:

[2] [P C€ RoHS @ A\ (§)

120/130 | >80 |17
1201130 | =80 117
120130 | >80 117
0130 | ss0 ti7
1201130 | >80 117
1207130 1 >80 1 17
20130 | =80 Li7
120/130 1 >80 317

SURV-LED 118 I

WWW.SURV-LED.COM




LAMP CUP

Lamp cup fixtures are ideal for providing general, overall illumination.
These fixtures are perfect for use in bath areas and kitchen spaces.
These fixtures are easy to install and provide a fresh decortive touch for home diy renovation projects.

11 P20 m )54

WWW.SURV-LED.COM

dNO dAV1

I SURV-LED 119 [C][=d C € RoHS @& A (3)
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LAMP CUP
LED SPOT

SU-SL-356-5/6

SU-SL-360-5/6

PRODUCT BENEFITS

- Alternative to bulbs

- Easy toinstall

- Multiple pins to choose from
- Long 50,000 hour lifetime

- Uniform light output

WWW.SURV-LED.COM

SPECIFICATIONS

dNO dAV1

SU-SL-357-5/6

SU-SL-304

AC100-240V  50/60Hz

Dimmable

I SURV-LED 121

SU-SL-359-5/6

AREAS OF APPLICATION

- Living room

- Showcase

- Offices

- Reception areas
- Corridors

- Elevators

M BRIDGELUY w oSrRAM ©

PHILIPS EPISTAR

) -

SURV-LED

N sk ®
eacrise  DONE LiFud

E27 E14 G5.3 Gu10

[2][P2d C € RoHS @ A\ (§)




SU-SL-356-5/6 SU-SL-357-5/6 SU-SL-359-5/6 SU-SL-360-5/6 SU-SL-304-3/5/7

DIMENSIONS

SU-SL-356-5 | @50x53.5mm
sustasrs T gsoeasmm T
susLases v gsosemm
_SUSLS i ese&stm
SU-SL-304-3 | @50x59mm
susL3oas v gsooom
_SUsLser G esodsm
ITEM SPECIFICATIONS
3
SU-SL-3565 'sW ! 59W ! COB | AC100-240V | 09 ! 120/130 | >80 ! 17 3
SU-SL-357-5 | 5W | 59W | COB | AC100-240V 1 09 1 120/130 1 >80 117 @
‘su-sL-3s95 Tsw  sew 1cos AC100240v | 09 1i20ris0 | g0 17 §
su-sL-3s0s SW 159w 1COB [ ACI00240V | 09 1120/130 | =80 117
SU-SL-304-3 | 3W | 35W 1 COB | AC100-240V 1 09 1 120/130 1 >80 117
‘su-sL-3045 Tsw 1sew | cos Uactoo2a0v | 09 11201130 | ~g0 17
SUSL3047  [TW _ 178W [ COB [ ACIOO240V | 09 }120/130 | 80 17 |

PHOTOMETRICS
LIGHT DISTRIBUTION CURVE

40°

cdrkm
C0/C180:

€90/C270:

[C3] [P0 C€ RoHS @& A SURV-LED 122



Finishes

White

White | RAL 9003 embossed

i

Black | RAL 9005 embossed

i

Black Grey | RAL 7021 embossed

i

Grey | RAL 9006 embossed

Gold

Gold | Warm & Chic

More fnishes upon request

Anod AL

Anodized aluminium

Steel

Cor-Ten | Finish

Nickel

Brushed nickel

Black nickel

Chrome

Chrome

Brass

Brushed brass

Opaline

Opaline | PMMA

Transp.

Transparent | PMMA

Stone Grey



SURV-LED LIGHTING

4th floor, NO.39 Dongfang road, Guer,
GuZhen Town, ZhongShan City,
GuangDong Province, China

Mobile: +86 135-33830125
Telephone: +86 760-88758081
Email: info@surv-led.com
Web: www.surv-led.com
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